
HT SATURN

ConnectLife Upgrade Guideline 

Version V40 for  ConnectLife APP



This guide will help you upgrade the firmware for HT SATURN's components: Main Unit, Satellite Speakers, and Subwoofer.

Step 1: Preparation

Step 2: Upgrade the Main Unit

a) Prepare an empty USB storage device formatted with FAT32. Do not use a USB storage device formatted 

other than FAT32. (Fig.1）

b) Download upgrade files from https://hisense.feishu.cn/file/WZIubK8dZodrYixvIercGuqynKf

a) Move the upgrade file “u421u.ufw” to the USB driver，then plug into the USB port  (UPDATE) at the 

back (Fig.2).

b) Switch the SOURCE to Optical  (Fig.3).

c) Press the  ”Settings” key on the Remote Control, display MENU (Fig.4), press “Up” or “Down” key，

display Other/OK (Fig.5)，press “Left” or “Right” key display Upgrade/OK (Fig.6)，press “Left” or 

“Right” key ，display Upgrade/OK✔ (Fig.7), then  wait for the update to complete. During the update, 

the light on the main unit will flash. Once the update finishes, the main unit will restart automatically, and 

you will hear prompt tone indicating successful reconnection with the surround speakers.
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Note: 

1、Ensure there is only one upgrade file in the USB drive each time.

2、Do not perform any other operations during the upgrade. After all upgrades are successful, please unplug and re-plug the main unit's 

power supply to restart it with AC power, then check if the software version is correct.

Step 3: Upgrade the Surround Speakers 

a) Move the upgrade file “u421r.ufw” to the USB drive.

b) Peel off the PAIR sticker on the back of the surround speaker and locate the USB port to plug it in.

c) It will be automatically upgraded （the led light will flash purple）, update is complete when white lights up.

d) Perform the same operation for the four speakers one by one.

Step 4: Upgrade the Subwoofer

a) Move the upgrade file “u421s.ufw” to the USB drive.

b) Peel off the PAIR sticker on the back of the subwoofer and locate the USB port to plug it in.

c) It will be automatically upgraded （the led light will flash purple）, update is complete when white lights up.

MENU>Other>Version, press the left and right buttons to switch between and check the  versions of different firmwares.

For this upgrade, please ensure the version after updating is as follows:

MCU40   FL1823   FR1823   SL1823   SR1823  SUB1823   
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