
USER’S OPERATION MANUAL
Before operating this unit, please read this manual
thoroughly, and retain for future reference.
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The following symbols used in this manual are defined below:

Information, advice, tip, or recommendation

WARNING - General Danger

WARNING - Danger of Electric Shock

WARNING - Danger of Hot Surface

WARNING - Danger of Fire

Please read this manual thoroughly.

Thank you very much for choosing our product.
Please install and operate this product correctly. Do not use it for any laundry labelled as not 
suitable for machine washing.
The pictures shown in the manual are for illustrative purposes only. Appearance, printing and 
other details are subject to actual product.
We prioritize technological innovation. To improve its overall performance, the appliance is 
subject to technical changes without notice.
This product is intended solely for household use.
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To connect the washer dryer to water supply, make sure to use 
the supplied water supply hose and gaskets. Water pressure has 
to be between 0.1-1 mpa (1-10 bar; 1-10 kp/cm²; 10-100 n/cm²).
Always use a new water supply hose to connect the washer dryer 
to water supply, do not reuse an old water supply hose.
For appliances with ventilation openings in the base, the ventilation 
openings must not be obstructed by a carpet.
If the supply cord is damaged, it must be replaced by the manufac-
turer, its service agent or similarly qualified persons in order to 
avoid a hazard.
Electrical safety
This appliance complies with relevant safety standards.
Before connecting the washer dryer to the power mains, wait 
for at least 2 hours until it reaches room temperature.
This appliance must be repaired by an authorised service 
center, using only spare parts approved by authorised manu-
facturers. Any repairs or maintenance related to safety or 
performance should be conducted by trained professionals.
Do not attempt to repair the appliance by yourself. Repairs 
performed by unqualified personnel may result in personal 
injury or more serious error. Please consult your local service 
center and always insist on genuine spare parts.
Do not attempt to operate the appliance if it is damaged, defective, 
partially disassembled, or has missing or damaged parts, including 
damaged wires or plugs.
Do not excessively bend the power cord or place heavy objects on 
it.
Do not clean the inside or outside the appliance with spray water.
In case of flooding, please disconnect the power plug and contact 
the after-sales service center.
Models with a drying function enable automatic shutdown of the 
heater to prevent overheating. The heater automatically shuts off 
when the temperature exceeds the safety threshold and restarts 
when the temperature drops below the threshold.
Do not connect multiple power sockets, extension cords or dual 
adapters to the appliance. Do not connect the appliance to the 
power mains using an extension cord.

Do not connect the appliance to a power socket intended for an 
electric shaver or hair dryer.
Do not connect the appliance to a power socket intended for small 
loads.
Before connecting the appliance to the power supply, ensure that 
the electric voltage specified on the rating plate matches the Volt-
age of your socket.
The power socket must be securely grounded and the water 
supply must be unobstructed.
Do not connect the appliance to power mains using an external 
switching device such as a programme timer, or connect it to 
power mains that is regularly switched on and off by the power 
supply provider.
Exhaust air must not be discharged into a flue designed to 
discharge combustion gases or other fuel exhaust gases.
Installation
Before using the appliance, be sure to remove the packaging 
(sponge, polystyrene foam, etc.) attached to the bottom of the 
appliance.
Please install the appliance correctly according to the instructions 
and connect it to the water and electricity supply (see "INSTALLA-
TION AND CONNECTION").
Water piping and electrical wiring should be carried out by a fully 
trained technician or professional.
Do not install the appliance in a location where the door opening is 
restricted.
Do not install the appliance where the temperature may drop 
below 5°C, as it parts may be damaged in case of water freezing.
Place the appliance on a solid and level floor. If installed on a high 
platform, the appliance must be reinforced to prevent it from 
tipping over.
The end of the water discharge hose should reach into a water 
drain line.
This appliance should not be stored or used outdoors.
Avoid lint accumulation near the appliance.
Do not install the appliance near heaters or flammable materials.

Do not install the appliance in an area where gas leaks may occur.
Ensure good ventilation to prevent the gases generated by the 
appliance from flowing back into the room and causing a fire.
Usage
Remove the transport screws/rods before first use, otherwise 
serious damage may occur when starting the appliance (see 
chapter "INSTALLATION AND CONNECTION/Remove transport 
screws/rods"). Such damage is not covered by the warranty.
Check the appliance for damage during transportation. Never 
operate the appliance if it is damaged.
Use detergents suitable for the appliance and laundry care. We 
shall not be responsible for any damage or discoloration of gaskets 
and plastic parts resulting from incorrect use of bleaching or 
colouring agents.
Do not attempt to remove any panels or disassemble the appli-
ance.
Do not press buttons with sharp objects such as pins, knives, or 
nails.
Do not touch the power plug or operate the appliance with wet 
hands.
This appliance is only suitable for regular washing or drying (for 
tumble dryer models). It cannot be used for dry cleaning.
Attempting to lift the heavy appliance may cause you to get 
injured. Do not attempt to lift the appliance yourself as your hands 
may be cut by its sharp edges.
Do not use protruding parts to move the appliance. Protruding 
parts on the appliance may be broken when lifting or pushing the 
appliance.
Do not wash laundry with large buttons or other heavy metal 
objects, and ensure that all pockets of the laundry are empty. To 
prevent odours and mildew, open the door at the end of the wash-
ing cycle to allow the drum to dry.
Do not leave metal objects in the drum for extended periods.
The door glass may be cracked by strong impacts. Handle with 
care. 
Place laundry completely into the drum to prevent it from getting 

caught in the door.
Cut off the water supply and unplug the power cord when the 
appliance is not in use.
Do not place any animals (such as pets) into the appliance.
Transport/transport after installation
Assemble the transport screws/rods if you need to move the 
installed appliance (see chapter "INSTALLATION AND CON-
NECTION/Moving and Transporting After Installation"). Unplug the 
power cord before assembling the transport screws/rods!
Turn off the tap and unplug the appliance at the end of the 
washing cycle. Never unplug the appliance by pulling on the 
power cord. Always hold the power plug firmly and pull it straight 
out of the socket.
       Do not use detergents that contain solvents as this could lead 
to release of poisonous gases, damage to the appliance, and 
cause the risk of fire and explosion.
Do not open the washer dryer door by force while it is operating 
(High-temperature washing/drying).
Do not use the appliance after cleaning with industrial chemicals.
        Water drained during a high-temperature washing cycle is 
hot. Do not touch the water to prevent burns.
Laundry contaminated with edible oils, acetone, alcohol, petrol, 
kerosene, detergents, turpentine, wax and wax removers should 
be pre-washed with hot water and plenty of detergent before 
placing in the drum.
se softener or similar products according to the manufacturer's 
instructions.
Remove all items such as cigarette lighters or matches from pock-
ets.

DANGER OF HOT SURFACE
At higher washing or drying temperatures, the door glass will heat 
up. Be careful to avoid burns. Make sure children do not play near 
the door glass. Do not touch the door glass during operation.

WATER OVERFLOW PROTECTION (WITH APPLIANCE 
SWITCHED ON)
If the water level in the appliance rises above normal level, then 

the excess water level protection will be activated. It will shut off 
the water supply and start pumping out the water. The programme
is interrupted and an error is reported.
Do not wash or dry laundry made of foam rubber (latex foam), 
shower caps, waterproof fabrics, rubber products, or clothing or 
pillows containing foam rubber pads in the drum.
       WARNING 
If your appliance has a drying function, do not interrupt the 
programme until the drying cycle is complete. If you need to inter-
rupt it for any reason, carefully remove laundry to avoid burns. 
Quickly remove laundry and spread it out so that the heat is dissi-
pated.
Child safety
Before closing the washer dryer door and running the programme,
make sure there is nothing except laundry in the drum Make sure
no child climbed into the washer dryer drum and closed the door
from the inside.
Do not leave the door open. Children may hang on the door or 
climb into the appliance, causing damage or injury.
Keep all packaging materials out of the reach of children, as they 
may pose a danger.
Keep detergent and softener out of reach of children.
Servicing
Repair costs resulting from damage caused by incorrect connec-
tions, improper installation and use, or repairs made by unautho-
rised personnel are the responsibility of the user and are not cov-
ered by the warranty.
The warranty does not cover consumables, minor colour devia-
tions, increased noise due to appliance age that does not affect 
the functionality of the appliance, and aesthetic defects on compo-
nents that do not affect the functionality and safety of the appli-
ance.

Please read this manual carefully before operating 
the appliance.
Do not operate the appliance without understanding or reading 
this manual.
This manual applies to multiple models. Therefore, it may 
include features not applicable to your model.
Failure to follow the instructions or improper operation may 
cause damage to laundry or equipment, or result in personal 
injury. Please keep the manual near the appliance for easy 
access.
This appliance is intended to be used in household. If the appli- 
ance is used for professional, for-profit purpose or purpose exceed- 
ing normal use in a household, or if the appliance is used by a  
person who is not a consumer, the warranty period shall be equal to 
the shortest warranty period required by relevant legislation.
This appliance is not intended for use by persons (including chil- 
dren) with reduced physical, sensory or mental capabilities, or lack  
of experience and knowledge, unless they have been given supervi- 
sion or instruction concerning use of the appliance by a person  
responsible for their safety.
Children should be supervised to ensure that they do not play with 
the appliance.
Children of less than 3 years should be kept away unless con-
tinuously supervised.
This appliance can be used by children aged from 8 years and  
above and persons with reduced physical, sensory or mental capa- 
bilities or lack of experience and knowledge if they have been given 
supervision or instruction concerning use of the appliance in a safe  
way and understand the hazards involved.
Children shall not play with the appliance. Cleaning and user main- 
tenance shall not be made by children without supervision. 
The maximum capacity in some cycles for dry clothes to be used is 
Wash (12kg) /Dry (8kg).  
The recommended maximum capacity for each program may vary. 
For optimal results, see "PROGRAM TABLE".
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To connect the washer dryer to water supply, make sure to use 
the supplied water supply hose and gaskets. Water pressure has 
to be between 0.1-1 mpa (1-10 bar; 1-10 kp/cm²; 10-100 n/cm²).
Always use a new water supply hose to connect the washer dryer 
to water supply, do not reuse an old water supply hose.
For appliances with ventilation openings in the base, the ventilation 
openings must not be obstructed by a carpet.
If the supply cord is damaged, it must be replaced by the manufac-
turer, its service agent or similarly qualified persons in order to 
avoid a hazard.
Electrical safety
This appliance complies with relevant safety standards.
Before connecting the washer dryer to the power mains, wait 
for at least 2 hours until it reaches room temperature.
This appliance must be repaired by an authorised service 
center, using only spare parts approved by authorised manu-
facturers. Any repairs or maintenance related to safety or 
performance should be conducted by trained professionals.
Do not attempt to repair the appliance by yourself. Repairs 
performed by unqualified personnel may result in personal 
injury or more serious error. Please consult your local service 
center and always insist on genuine spare parts.
Do not attempt to operate the appliance if it is damaged, defective, 
partially disassembled, or has missing or damaged parts, including 
damaged wires or plugs.
Do not excessively bend the power cord or place heavy objects on 
it.
Do not clean the inside or outside the appliance with spray water.
In case of flooding, please disconnect the power plug and contact 
the after-sales service center.
Models with a drying function enable automatic shutdown of the 
heater to prevent overheating. The heater automatically shuts off 
when the temperature exceeds the safety threshold and restarts 
when the temperature drops below the threshold.
Do not connect multiple power sockets, extension cords or dual 
adapters to the appliance. Do not connect the appliance to the 
power mains using an extension cord.

Please read this manual carefully before operating 
the appliance.
Do not operate the appliance without understanding or reading 
this manual.
This manual applies to multiple models. Therefore, it may 
include features not applicable to your model.
Failure to follow the instructions or improper operation may 
cause damage to laundry or equipment, or result in personal 
injury. Please keep the manual near the appliance for easy 
access.
This appliance is intended to be used in household. If the appli-
ance is used for professional, for-profit purpose or purpose exceed-
ing normal use in a household, or if the appliance is used by a
person who is not a consumer, the warranty period shall be equal to 
the shortest warranty period required by relevant legislation.
This appliance is not intended for use by persons (including chil-
dren) with reduced physical, sensory or mental capabilities, or lack 
of experience and knowledge, unless they have been given supervi-
sion or instruction concerning use of the appliance by a person
responsible for their safety.
Children should be supervised to ensure that they do not play with 
the appliance.
Children of less than 3 years should be kept away unless con-
tinuously supervised.
This appliance can be used by children aged from 8 years and 
above and persons with reduced physical, sensory or mental capa-
bilities or lack of experience and knowledge if they have been given 
supervision or instruction concerning use of the appliance in a safe 
way and understand the hazards involved.
Children shall not play with the appliance. Cleaning and user main-
tenance shall not be made by children without supervision. 
The maximum capacity in some cycles for dry clothes to be used is 
Wash 10.5/6kg .
The recommended maximum capacity for each program may vary. 
For optimal results, see "PROGRAM TABLE".

Do not connect the appliance to a power socket intended for an 
electric shaver or hair dryer.
Do not connect the appliance to a power socket intended for small 
loads.
Before connecting the appliance to the power supply, ensure that 
the electric voltage specified on the rating plate matches the Volt-
age of your socket.
The power socket must be securely grounded and the water 
supply must be unobstructed.
Do not connect the appliance to power mains using an external 
switching device such as a programme timer, or connect it to 
power mains that is regularly switched on and off by the power 
supply provider.
Exhaust air must not be discharged into a flue designed to 
discharge combustion gases or other fuel exhaust gases.
Installation
Before using the appliance, be sure to remove the packaging 
(sponge, polystyrene foam, etc.) attached to the bottom of the 
appliance.
Please install the appliance correctly according to the instructions 
and connect it to the water and electricity supply (see "INSTALLA-
TION AND CONNECTION").
Water piping and electrical wiring should be carried out by a fully 
trained technician or professional.
Do not install the appliance in a location where the door opening is 
restricted.
Do not install the appliance where the temperature may drop 
below 5°C, as it parts may be damaged in case of water freezing.
Place the appliance on a solid and level floor. If installed on a high 
platform, the appliance must be reinforced to prevent it from 
tipping over.
The end of the water discharge hose should reach into a water 
drain line.
This appliance should not be stored or used outdoors.
Avoid lint accumulation near the appliance.
Do not install the appliance near heaters or flammable materials.

Do not install the appliance in an area where gas leaks may occur.
Ensure good ventilation to prevent the gases generated by the 
appliance from flowing back into the room and causing a fire.
Usage
Remove the transport screws/rods before first use, otherwise 
serious damage may occur when starting the appliance (see 
chapter "INSTALLATION AND CONNECTION/Remove transport 
screws/rods"). Such damage is not covered by the warranty.
Check the appliance for damage during transportation. Never 
operate the appliance if it is damaged.
Use detergents suitable for the appliance and laundry care. We 
shall not be responsible for any damage or discoloration of gaskets 
and plastic parts resulting from incorrect use of bleaching or 
colouring agents.
Do not attempt to remove any panels or disassemble the appli-
ance.
Do not press buttons with sharp objects such as pins, knives, or 
nails.
Do not touch the power plug or operate the appliance with wet 
hands.
This appliance is only suitable for regular washing or drying (for 
tumble dryer models). It cannot be used for dry cleaning.
Attempting to lift the heavy appliance may cause you to get 
injured. Do not attempt to lift the appliance yourself as your hands 
may be cut by its sharp edges.
Do not use protruding parts to move the appliance. Protruding 
parts on the appliance may be broken when lifting or pushing the 
appliance.
Do not wash laundry with large buttons or other heavy metal 
objects, and ensure that all pockets of the laundry are empty. To 
prevent odours and mildew, open the door at the end of the wash-
ing cycle to allow the drum to dry.
Do not leave metal objects in the drum for extended periods.
The door glass may be cracked by strong impacts. Handle with 
care. 
Place laundry completely into the drum to prevent it from getting 

caught in the door.
Cut off the water supply and unplug the power cord when the 
appliance is not in use.
Do not place any animals (such as pets) into the appliance.
Transport/transport after installation
Assemble the transport screws/rods if you need to move the 
installed appliance (see chapter "INSTALLATION AND CON-
NECTION/Moving and Transporting After Installation"). Unplug the 
power cord before assembling the transport screws/rods!
Turn off the tap and unplug the appliance at the end of the 
washing cycle. Never unplug the appliance by pulling on the 
power cord. Always hold the power plug firmly and pull it straight 
out of the socket.
       Do not use detergents that contain solvents as this could lead 
to release of poisonous gases, damage to the appliance, and 
cause the risk of fire and explosion.
Do not open the washer dryer door by force while it is operating 
(High-temperature washing/drying).
Do not use the appliance after cleaning with industrial chemicals.
        Water drained during a high-temperature washing cycle is 
hot. Do not touch the water to prevent burns.
Laundry contaminated with edible oils, acetone, alcohol, petrol, 
kerosene, detergents, turpentine, wax and wax removers should 
be pre-washed with hot water and plenty of detergent before 
placing in the drum.
se softener or similar products according to the manufacturer's 
instructions.
Remove all items such as cigarette lighters or matches from pock-
ets.

DANGER OF HOT SURFACE
At higher washing or drying temperatures, the door glass will heat 
up. Be careful to avoid burns. Make sure children do not play near 
the door glass. Do not touch the door glass during operation.

WATER OVERFLOW PROTECTION (WITH APPLIANCE 
SWITCHED ON)
If the water level in the appliance rises above normal level, then 

the excess water level protection will be activated. It will shut off 
the water supply and start pumping out the water. The programme
is interrupted and an error is reported.
Do not wash or dry laundry made of foam rubber (latex foam), 
shower caps, waterproof fabrics, rubber products, or clothing or 
pillows containing foam rubber pads in the drum.
       WARNING 
If your appliance has a drying function, do not interrupt the 
programme until the drying cycle is complete. If you need to inter-
rupt it for any reason, carefully remove laundry to avoid burns. 
Quickly remove laundry and spread it out so that the heat is dissi-
pated.
Child safety
Before closing the washer dryer door and running the programme,
make sure there is nothing except laundry in the drum Make sure
no child climbed into the washer dryer drum and closed the door
from the inside.
Do not leave the door open. Children may hang on the door or 
climb into the appliance, causing damage or injury.
Keep all packaging materials out of the reach of children, as they 
may pose a danger.
Keep detergent and softener out of reach of children.
Servicing
Repair costs resulting from damage caused by incorrect connec-
tions, improper installation and use, or repairs made by unautho-
rised personnel are the responsibility of the user and are not cov-
ered by the warranty.
The warranty does not cover consumables, minor colour devia-
tions, increased noise due to appliance age that does not affect 
the functionality of the appliance, and aesthetic defects on compo-
nents that do not affect the functionality and safety of the appli-
ance.
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To connect the  to water supply, make sure to use the 
supplied water supply hose and gaskets. Water pressure has to be 
between 0.1-1 MPa (1-10 bar; 1-10 kp/cm²;10-100 N/cm²) .
Always use a new water supply hose to connect the appliance to 
water supply, do not reuse an old water supply hose.
For appliances with ventilation openings in the base, the ventilation 
openings must not be obstructed by a carpet.
If the supply cord is damaged, it must be replaced by the manufac-
turer, its service agent or similarly qualified persons in order to 
avoid a hazard.

This appliance complies with relevant safety standards.
Before connecting the  to the power mains, wait for 
at least 2 hours until it reaches room temperature.
This appliance must be repaired by an authorised service 
center, using only spare parts approved by authorised manu-
facturers. Any repairs or maintenance related to safety or 
performance should be conducted by trained professionals.
Do not attempt to repair the appliance by yourself. Repairs 
performed by unqualified personnel may result in personal 
injury or more serious error. Please consult your local service 
center and always insist on genuine spare parts.
Do not attempt to operate the appliance if it is damaged, defective, 
partially disassembled, or has missing or damaged parts, including 
damaged wires or plugs.
Do not excessively bend the power cord or place heavy objects on 
it.
Do not clean the inside or outside the appliance with spray water.
In case of flooding, please disconnect the power plug and contact 
the after-sales service center.
Models with a drying function enable automatic shutdown of the 
heater to prevent overheating. The heater automatically shuts off 
when the temperature exceeds the safety threshold and restarts 
when the temperature drops below the threshold.
Do not connect multiple power sockets, extension cords or dual 
adapters to the appliance. Do not connect the appliance to the 
power mains using an extension cord.

Please read this manual carefully before operating 
the appliance.
Do not operate the appliance without understanding or reading 
this manual.
This manual applies to multiple models. Therefore, it may 
include features not applicable to your model.
Failure to follow the instructions or improper operation may 
cause damage to laundry or equipment, or result in personal 
injury. Please keep the manual near the appliance for easy 
access.
This appliance is intended to be used in household. If the appli-
ance is used for professional, for-profit purpose or purpose exceed-
ing normal use in a household, or if the appliance is used by a
person who is not a consumer, the warranty period shall be equal to 
the shortest warranty period required by relevant legislation.
This appliance is not intended for use by persons (including chil-
dren) with reduced physical, sensory or mental capabilities, or lack 
of experience and knowledge, unless they have been given supervi-
sion or instruction concerning use of the appliance by a person
responsible for their safety.
Children should be supervised to ensure that they do not play with 
the appliance.
Children of less than 3 years should be kept away unless con-
tinuously supervised.
This appliance can be used by children aged from 8 years and 
above and persons with reduced physical, sensory or mental capa-
bilities or lack of experience and knowledge if they have been given 
supervision or instruction concerning use of the appliance in a safe 
way and understand the hazards involved.
Children shall not play with the appliance. Cleaning and user main-
tenance shall not be made by children without supervision. 
The maximum capacity in some cycles for dry clothes to be used is 
Wash 10. 5kg / Dry 7kg . 
The recommended maximum capacity for each programme may 
vary. For optimal results, see "PROGRAMME TABLE".

Do not connect the appliance to a power socket intended for an 
electric shaver or hair dryer.
Do not connect the appliance to a power socket intended for small 
loads.
Before connecting the appliance to the power supply, ensure that 
the electric voltage specified on the rating plate matches the Volt-
age of your socket.
The power socket must be securely grounded and the water 
supply must be unobstructed.
Do not connect the appliance to power mains using an external 
switching device such as a programme timer, or connect it to 
power mains that is regularly switched on and off by the power 
supply provider.
Exhaust air must not be discharged into a flue designed to 
discharge combustion gases or other fuel exhaust gases.
Installation
Before using the appliance, be sure to remove the packaging 
(sponge, polystyrene foam, etc.) attached to the bottom of the 
appliance.
Please install the appliance correctly according to the instructions 
and connect it to the water and electricity supply (see "INSTALLA-
TION AND CONNECTION").
Water piping and electrical wiring should be carried out by a fully 
trained technician or professional.
Do not install the appliance in a location where the door opening is 
restricted.
Do not install the appliance where the temperature may drop 
below 5°C, as it parts may be damaged in case of water freezing.
Place the appliance on a solid and level floor. If installed on a high 
platform, the appliance must be reinforced to prevent it from 
tipping over.
The end of the water discharge hose should reach into a water 
drain line.
This appliance should not be stored or used outdoors.
Avoid lint accumulation near the appliance.
Do not install the appliance near heaters or flammable materials.

Do not install the appliance in an area where gas leaks may occur.
Ensure good ventilation to prevent the gases generated by the 
appliance from flowing back into the room and causing a fire.
Usage
Remove the transport screws/rods before first use, otherwise 
serious damage may occur when starting the appliance (see 
chapter "INSTALLATION AND CONNECTION/Remove transport 
screws/rods"). Such damage is not covered by the warranty.
Check the appliance for damage during transportation. Never 
operate the appliance if it is damaged.
Use detergents suitable for the appliance and laundry care. We 
shall not be responsible for any damage or discoloration of gaskets 
and plastic parts resulting from incorrect use of bleaching or 
colouring agents.
Do not attempt to remove any panels or disassemble the appli-
ance.
Do not press buttons with sharp objects such as pins, knives, or 
nails.
Do not touch the power plug or operate the appliance with wet 
hands.
This appliance is only suitable for regular washing or drying (for 
tumble dryer models). It cannot be used for dry cleaning.
Attempting to lift the heavy appliance may cause you to get 
injured. Do not attempt to lift the appliance yourself as your hands 
may be cut by its sharp edges.
Do not use protruding parts to move the appliance. Protruding 
parts on the appliance may be broken when lifting or pushing the 
appliance.
Do not wash laundry with large buttons or other heavy metal 
objects, and ensure that all pockets of the laundry are empty. To 
prevent odours and mildew, open the door at the end of the wash-
ing cycle to allow the drum to dry.
Do not leave metal objects in the drum for extended periods.
The door glass may be cracked by strong impacts. Handle with 
care. 
Place laundry completely into the drum to prevent it from getting 

caught in the door.
Cut off the water supply and unplug the power cord when the 
appliance is not in use.
Do not place any animals (such as pets) into the appliance.
Transport/transport after installation
Assemble the transport screws/rods if you need to move the 
installed appliance (see chapter "INSTALLATION AND CON-
NECTION/Moving and Transporting After Installation"). Unplug the 
power cord before assembling the transport screws/rods!
Turn off the tap and unplug the appliance at the end of the 
washing cycle. Never unplug the appliance by pulling on the 
power cord. Always hold the power plug firmly and pull it straight 
out of the socket.
       Do not use detergents that contain solvents as this could lead 
to release of poisonous gases, damage to the appliance, and 
cause the risk of fire and explosion.
Do not open the washer dryer door by force while it is operating 
(High-temperature washing/drying).
Do not use the appliance after cleaning with industrial chemicals.
        Water drained during a high-temperature washing cycle is 
hot. Do not touch the water to prevent burns.
Laundry contaminated with edible oils, acetone, alcohol, petrol, 
kerosene, detergents, turpentine, wax and wax removers should 
be pre-washed with hot water and plenty of detergent before 
placing in the drum.
se softener or similar products according to the manufacturer's 
instructions.
Remove all items such as cigarette lighters or matches from pock-
ets.

DANGER OF HOT SURFACE
At higher washing or drying temperatures, the door glass will heat 
up. Be careful to avoid burns. Make sure children do not play near 
the door glass. Do not touch the door glass during operation.

WATER OVERFLOW PROTECTION (WITH APPLIANCE 
SWITCHED ON)
If the water level in the appliance rises above normal level, then 

the excess water level protection will be activated. It will shut off 
the water supply and start pumping out the water. The programme
is interrupted and an error is reported.
Do not wash or dry laundry made of foam rubber (latex foam), 
shower caps, waterproof fabrics, rubber products, or clothing or 
pillows containing foam rubber pads in the drum.
       WARNING 
If your appliance has a drying function, do not interrupt the 
programme until the drying cycle is complete. If you need to inter-
rupt it for any reason, carefully remove laundry to avoid burns. 
Quickly remove laundry and spread it out so that the heat is dissi-
pated.
Child safety
Before closing the washer dryer door and running the programme,
make sure there is nothing except laundry in the drum Make sure
no child climbed into the washer dryer drum and closed the door
from the inside.
Do not leave the door open. Children may hang on the door or 
climb into the appliance, causing damage or injury.
Keep all packaging materials out of the reach of children, as they 
may pose a danger.
Keep detergent and softener out of reach of children.
Servicing
Repair costs resulting from damage caused by incorrect connec-
tions, improper installation and use, or repairs made by unautho-
rised personnel are the responsibility of the user and are not cov-
ered by the warranty.
The warranty does not cover consumables, minor colour devia-
tions, increased noise due to appliance age that does not affect 
the functionality of the appliance, and aesthetic defects on compo-
nents that do not affect the functionality and safety of the appli-
ance.
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To connect the washer dryer to water supply, make sure to use 
the supplied water supply hose and gaskets. Water pressure has 
to be between 0.1-1 mpa (1-10 bar; 1-10 kp/cm²; 10-100 n/cm²).
Always use a new water supply hose to connect the washer dryer 
to water supply, do not reuse an old water supply hose.
For appliances with ventilation openings in the base, the ventilation 
openings must not be obstructed by a carpet.
If the supply cord is damaged, it must be replaced by the manufac-
turer, its service agent or similarly qualified persons in order to 
avoid a hazard.
Electrical safety
This appliance complies with relevant safety standards.
Before connecting the washer dryer to the power mains, wait 
for at least 2 hours until it reaches room temperature.
This appliance must be repaired by an authorised service 
center, using only spare parts approved by authorised manu-
facturers. Any repairs or maintenance related to safety or 
performance should be conducted by trained professionals.
Do not attempt to repair the appliance by yourself. Repairs 
performed by unqualified personnel may result in personal 
injury or more serious error. Please consult your local service 
center and always insist on genuine spare parts.
Do not attempt to operate the appliance if it is damaged, defective, 
partially disassembled, or has missing or damaged parts, including 
damaged wires or plugs.
Do not excessively bend the power cord or place heavy objects on 
it.
Do not clean the inside or outside the appliance with spray water.
In case of flooding, please disconnect the power plug and contact 
the after-sales service center.
Models with a drying function enable automatic shutdown of the 
heater to prevent overheating. The heater automatically shuts off 
when the temperature exceeds the safety threshold and restarts 
when the temperature drops below the threshold.
Do not connect multiple power sockets, extension cords or dual 
adapters to the appliance. Do not connect the appliance to the 
power mains using an extension cord.

Please read this manual carefully before operating 
the appliance.
Do not operate the appliance without understanding or reading 
this manual.
This manual applies to multiple models. Therefore, it may 
include features not applicable to your model.
Failure to follow the instructions or improper operation may 
cause damage to laundry or equipment, or result in personal 
injury. Please keep the manual near the appliance for easy 
access.
This appliance is intended to be used in household. If the appli-
ance is used for professional, for-profit purpose or purpose exceed-
ing normal use in a household, or if the appliance is used by a
person who is not a consumer, the warranty period shall be equal to 
the shortest warranty period required by relevant legislation.
This appliance is not intended for use by persons (including chil-
dren) with reduced physical, sensory or mental capabilities, or lack 
of experience and knowledge, unless they have been given supervi-
sion or instruction concerning use of the appliance by a person
responsible for their safety.
Children should be supervised to ensure that they do not play with 
the appliance.
Children of less than 3 years should be kept away unless con-
tinuously supervised.
This appliance can be used by children aged from 8 years and 
above and persons with reduced physical, sensory or mental capa-
bilities or lack of experience and knowledge if they have been given 
supervision or instruction concerning use of the appliance in a safe 
way and understand the hazards involved.
Children shall not play with the appliance. Cleaning and user main-
tenance shall not be made by children without supervision. 
The maximum capacity in some cycles for dry clothes to be used is 
Wash 10. 5kg / Dry 7kg . 
The recommended maximum capacity for each programme may 
vary. For optimal results, see "PROGRAMME TABLE".

Do not connect the appliance to a power socket intended for an 
electric shaver or hair dryer.
Do not connect the appliance to a power socket intended for small 
loads.
Before connecting the appliance to the power supply, ensure that 
the electric voltage specified on the rating plate matches the Volt-
age of your socket.
The power socket must be securely grounded and the water 
supply must be unobstructed.
Do not connect the appliance to power mains using an external 
switching device such as a program timer, or connect it to power 
mains that is regularly switched on and off by the power supply 
provider.
Exhaust air must not be discharged into a flue designed to 
discharge combustion gases or other fuel exhaust gases.

Before using the appliance, be sure to remove the packaging 
(sponge, polystyrene foam, etc.) attached to the bottom of the 
appliance.
Please install the appliance correctly according to the instructions 
and connect it to the water and electricity supply (see "INSTALLA-
TION AND CONNECTION").
Water piping and electrical wiring should be carried out by a fully 
trained technician or professional.
Do not install the appliance in a location where the door opening 
is restricted.
Do not install the appliance where the temperature may drop 
below 5°C, as it parts may be damaged in case of water freezing.
Place the appliance on a solid and level floor. If installed on a high 
platform, the appliance must be reinforced to prevent it from 
tipping over.
The end of the water discharge hose should reach into a water 
drain line.
This appliance should not be stored or used outdoors.
Avoid lint accumulation near the appliance.
Do not install the appliance near heaters or flammable materials.

Do not install the appliance in an area where gas leaks may occur.
Ensure good ventilation to prevent the gases generated by the 
appliance from flowing back into the room and causing a fire.
Usage
Remove the transport screws/rods before first use, otherwise 
serious damage may occur when starting the appliance (see 
chapter "INSTALLATION AND CONNECTION/Remove transport 
screws/rods"). Such damage is not covered by the warranty.
Check the appliance for damage during transportation. Never 
operate the appliance if it is damaged.
Use detergents suitable for the appliance and laundry care. We 
shall not be responsible for any damage or discoloration of gaskets 
and plastic parts resulting from incorrect use of bleaching or 
colouring agents.
Do not attempt to remove any panels or disassemble the appli-
ance.
Do not press buttons with sharp objects such as pins, knives, or 
nails.
Do not touch the power plug or operate the appliance with wet 
hands.
This appliance is only suitable for regular washing or drying (for 
tumble dryer models). It cannot be used for dry cleaning.
Attempting to lift the heavy appliance may cause you to get 
injured. Do not attempt to lift the appliance yourself as your hands 
may be cut by its sharp edges.
Do not use protruding parts to move the appliance. Protruding 
parts on the appliance may be broken when lifting or pushing the 
appliance.
Do not wash laundry with large buttons or other heavy metal 
objects, and ensure that all pockets of the laundry are empty. To 
prevent odours and mildew, open the door at the end of the wash-
ing cycle to allow the drum to dry.
Do not leave metal objects in the drum for extended periods.
The door glass may be cracked by strong impacts. Handle with 
care. 
Place laundry completely into the drum to prevent it from getting 

caught in the door.
Cut off the water supply and unplug the power cord when the 
appliance is not in use.
Do not place any animals (such as pets) into the appliance.
Transport/transport after installation
Assemble the transport screws/rods if you need to move the 
installed appliance (see chapter "INSTALLATION AND CON-
NECTION/Moving and Transporting After Installation"). Unplug the 
power cord before assembling the transport screws/rods!
Turn off the tap and unplug the appliance at the end of the 
washing cycle. Never unplug the appliance by pulling on the 
power cord. Always hold the power plug firmly and pull it straight 
out of the socket.
       Do not use detergents that contain solvents as this could lead 
to release of poisonous gases, damage to the appliance, and 
cause the risk of fire and explosion.
Do not open the washer dryer door by force while it is operating 
(High-temperature washing/drying).
Do not use the appliance after cleaning with industrial chemicals.
        Water drained during a high-temperature washing cycle is 
hot. Do not touch the water to prevent burns.
Laundry contaminated with edible oils, acetone, alcohol, petrol, 
kerosene, detergents, turpentine, wax and wax removers should 
be pre-washed with hot water and plenty of detergent before 
placing in the drum.
se softener or similar products according to the manufacturer's 
instructions.
Remove all items such as cigarette lighters or matches from pock-
ets.

DANGER OF HOT SURFACE
At higher washing or drying temperatures, the door glass will heat 
up. Be careful to avoid burns. Make sure children do not play near 
the door glass. Do not touch the door glass during operation.

WATER OVERFLOW PROTECTION (WITH APPLIANCE 
SWITCHED ON)
If the water level in the appliance rises above normal level, then 

the excess water level protection will be activated. It will shut off 
the water supply and start pumping out the water. The programme
is interrupted and an error is reported.
Do not wash or dry laundry made of foam rubber (latex foam), 
shower caps, waterproof fabrics, rubber products, or clothing or 
pillows containing foam rubber pads in the drum.
       WARNING 
If your appliance has a drying function, do not interrupt the 
programme until the drying cycle is complete. If you need to inter-
rupt it for any reason, carefully remove laundry to avoid burns. 
Quickly remove laundry and spread it out so that the heat is dissi-
pated.
Child safety
Before closing the washer dryer door and running the programme,
make sure there is nothing except laundry in the drum Make sure
no child climbed into the washer dryer drum and closed the door
from the inside.
Do not leave the door open. Children may hang on the door or 
climb into the appliance, causing damage or injury.
Keep all packaging materials out of the reach of children, as they 
may pose a danger.
Keep detergent and softener out of reach of children.
Servicing
Repair costs resulting from damage caused by incorrect connec-
tions, improper installation and use, or repairs made by unautho-
rised personnel are the responsibility of the user and are not cov-
ered by the warranty.
The warranty does not cover consumables, minor colour devia-
tions, increased noise due to appliance age that does not affect 
the functionality of the appliance, and aesthetic defects on compo-
nents that do not affect the functionality and safety of the appli-
ance.
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To connect the washer dryer to water supply, make sure to use 
the supplied water supply hose and gaskets. Water pressure has 
to be between 0.1-1 mpa (1-10 bar; 1-10 kp/cm²; 10-100 n/cm²).
Always use a new water supply hose to connect the washer dryer 
to water supply, do not reuse an old water supply hose.
For appliances with ventilation openings in the base, the ventilation 
openings must not be obstructed by a carpet.
If the supply cord is damaged, it must be replaced by the manufac-
turer, its service agent or similarly qualified persons in order to 
avoid a hazard.
Electrical safety
This appliance complies with relevant safety standards.
Before connecting the washer dryer to the power mains, wait 
for at least 2 hours until it reaches room temperature.
This appliance must be repaired by an authorised service 
center, using only spare parts approved by authorised manu-
facturers. Any repairs or maintenance related to safety or 
performance should be conducted by trained professionals.
Do not attempt to repair the appliance by yourself. Repairs 
performed by unqualified personnel may result in personal 
injury or more serious error. Please consult your local service 
center and always insist on genuine spare parts.
Do not attempt to operate the appliance if it is damaged, defective, 
partially disassembled, or has missing or damaged parts, including 
damaged wires or plugs.
Do not excessively bend the power cord or place heavy objects on 
it.
Do not clean the inside or outside the appliance with spray water.
In case of flooding, please disconnect the power plug and contact 
the after-sales service center.
Models with a drying function enable automatic shutdown of the 
heater to prevent overheating. The heater automatically shuts off 
when the temperature exceeds the safety threshold and restarts 
when the temperature drops below the threshold.
Do not connect multiple power sockets, extension cords or dual 
adapters to the appliance. Do not connect the appliance to the 
power mains using an extension cord.

Please read this manual carefully before operating 
the appliance.
Do not operate the appliance without understanding or reading 
this manual.
This manual applies to multiple models. Therefore, it may 
include features not applicable to your model.
Failure to follow the instructions or improper operation may 
cause damage to laundry or equipment, or result in personal 
injury. Please keep the manual near the appliance for easy 
access.
This appliance is intended to be used in household. If the appli-
ance is used for professional, for-profit purpose or purpose exceed-
ing normal use in a household, or if the appliance is used by a 
person who is not a consumer, the warranty period shall be equal to 
the shortest warranty period required by relevant legislation.
This appliance is not intended for use by persons (including chil-
dren) with reduced physical, sensory or mental capabilities, or lack 
of experience and knowledge, unless they have been given supervi-
sion or instruction concerning use of the appliance by a person 
responsible for their safety.
Children should be supervised to ensure that they do not play with 
the appliance.
Children of less than 3 years should be kept away unless con-
tinuously supervised.
This appliance can be used by children aged from 8 years and 
above and persons with reduced physical, sensory or mental capa-
bilities or lack of experience and knowledge if they have been given 
supervision or instruction concerning use of the appliance in a safe 
way and understand the hazards involved.
Children shall not play with the appliance. Cleaning and user main-
tenance shall not be made by children without supervision. 
The maximum capacity in some cycles for dry clothes to be used is 
Wash 10. 5kg / Dry 7kg . 
The recommended maximum capacity for each programme may 
vary. For optimal results, see "PROGRAMME TABLE".

Do not connect the appliance to a power socket intended for an 
electric shaver or hair dryer.
Do not connect the appliance to a power socket intended for small 
loads.
Before connecting the appliance to the power supply, ensure that 
the electric voltage specified on the rating plate matches the Volt-
age of your socket.
The power socket must be securely grounded and the water 
supply must be unobstructed.
Do not connect the appliance to power mains using an external 
switching device such as a program timer, or connect it to power 
mains that is regularly switched on and off by the power supply 
provider.
Exhaust air must not be discharged into a flue designed to 
discharge combustion gases or other fuel exhaust gases.

Before using the appliance, be sure to remove the packaging 
(sponge, polystyrene foam, etc.) attached to the bottom of the 
appliance.
Please install the appliance correctly according to the instructions 
and connect it to the water and electricity supply (see "INSTALLA-
TION AND CONNECTION").
Water piping and electrical wiring should be carried out by a fully 
trained technician or professional.
Do not install the appliance in a location where the door opening 
is restricted.
Do not install the appliance where the temperature may drop 
below 5°C, as it parts may be damaged in case of water freezing.
Place the appliance on a solid and level floor. If installed on a high 
platform, the appliance must be reinforced to prevent it from 
tipping over.
The end of the water discharge hose should reach into a water 
drain line.
This appliance should not be stored or used outdoors.
Avoid lint accumulation near the appliance.
Do not install the appliance near heaters or flammable materials.

Do not install the appliance in an area where gas leaks may occur.
Ensure good ventilation to prevent the gases generated by the 
appliance from flowing back into the room and causing a fire.
Usage
Remove the transport screws/rods before first use, otherwise 
serious damage may occur when starting the appliance (see 
chapter "INSTALLATION AND CONNECTION/Remove transport 
screws/rods"). Such damage is not covered by the warranty.
Check the appliance for damage during transportation. Never 
operate the appliance if it is damaged.
Use detergents suitable for the appliance and laundry care. We 
shall not be responsible for any damage or discoloration of gaskets 
and plastic parts resulting from incorrect use of bleaching or 
colouring agents.
Do not attempt to remove any panels or disassemble the appli-
ance.
Do not press buttons with sharp objects such as pins, knives, or 
nails.
Do not touch the power plug or operate the appliance with wet 
hands.
This appliance is only suitable for regular washing or drying (for 
tumble dryer models). It cannot be used for dry cleaning.
Attempting to lift the heavy appliance may cause you to get 
injured. Do not attempt to lift the appliance yourself as your hands 
may be cut by its sharp edges.
Do not use protruding parts to move the appliance. Protruding 
parts on the appliance may be broken when lifting or pushing the 
appliance.
Do not wash laundry with large buttons or other heavy metal 
objects, and ensure that all pockets of the laundry are empty. To 
prevent odours and mildew, open the door at the end of the wash-
ing cycle to allow the drum to dry.
Do not leave metal objects in the drum for extended periods.
The door glass may be cracked by strong impacts. Handle with 
care. 
Place laundry completely into the drum to prevent it from getting 

caught in the door.
Cut off the water supply and unplug the power cord when the 
appliance is not in use.
Do not place any animals (such as pets) into the appliance.
Transport/transport after installation
Assemble the transport screws/rods if you need to move the 
installed appliance (see chapter "INSTALLATION AND CON-
NECTION/Moving and Transporting After Installation"). Unplug the 
power cord before assembling the transport screws/rods!
Turn off the tap and unplug the appliance at the end of the 
washing cycle. Never unplug the appliance by pulling on the 
power cord. Always hold the power plug firmly and pull it straight 
out of the socket.
       Do not use detergents that contain solvents as this could lead 
to release of poisonous gases, damage to the appliance, and 
cause the risk of fire and explosion.
Do not open the washer dryer door by force while it is operating 
(High-temperature washing/drying).
Do not use the appliance after cleaning with industrial chemicals.
        Water drained during a high-temperature washing cycle is 
hot. Do not touch the water to prevent burns.
Laundry contaminated with edible oils, acetone, alcohol, petrol, 
kerosene, detergents, turpentine, wax and wax removers should 
be pre-washed with hot water and plenty of detergent before 
placing in the drum.
se softener or similar products according to the manufacturer's 
instructions.
Remove all items such as cigarette lighters or matches from pock-
ets.

DANGER OF HOT SURFACE
At higher washing or drying temperatures, the door glass will heat 
up. Be careful to avoid burns. Make sure children do not play near 
the door glass. Do not touch the door glass during operation.

WATER OVERFLOW PROTECTION (WITH APPLIANCE 
SWITCHED ON)
If the water level in the appliance rises above normal level, then 

the excess water level protection will be activated. It will shut off 
the water supply and start pumping out the water. The programme 
is interrupted and an error is reported.
Do not wash or dry laundry made of foam rubber (latex foam), 
shower caps, waterproof fabrics, rubber products, or clothing or 
pillows containing foam rubber pads in the drum.
       WARNING 
If your appliance has a drying function, do not interrupt the 
programme until the drying cycle is complete. If you need to inter-
rupt it for any reason, carefully remove laundry to avoid burns. 
Quickly remove laundry and spread it out so that the heat is dissi-
pated.
Child safety
Before closing the washer dryer door and running the programme, 
make sure there is nothing except laundry in the drum Make sure 
no child climbed into the washer dryer drum and closed the door 
from the inside.
Do not leave the door open. Children may hang on the door or 
climb into the appliance, causing damage or injury.
Keep all packaging materials out of the reach of children, as they 
may pose a danger.
Keep detergent and softener out of reach of children.
Servicing
Repair costs resulting from damage caused by incorrect connec-
tions, improper installation and use, or repairs made by unautho-
rised personnel are the responsibility of the user and are not cov-
ered by the warranty.
The warranty does not cover consumables, minor colour devia-
tions, increased noise due to appliance age that does not affect 
the functionality of the appliance, and aesthetic defects on compo-
nents that do not affect the functionality and safety of the appli-
ance.
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To connect the washer dryer to water supply, make sure to use 
the supplied water supply hose and gaskets. Water pressure has 
to be between 0.1-1 mpa (1-10 bar; 1-10 kp/cm²; 10-100 n/cm²).
Always use a new water supply hose to connect the washer dryer 
to water supply, do not reuse an old water supply hose.
For appliances with ventilation openings in the base, the ventilation 
openings must not be obstructed by a carpet.
If the supply cord is damaged, it must be replaced by the manufac-
turer, its service agent or similarly qualified persons in order to 
avoid a hazard.
Electrical safety
This appliance complies with relevant safety standards.
Before connecting the washer dryer to the power mains, wait 
for at least 2 hours until it reaches room temperature.
This appliance must be repaired by an authorised service 
center, using only spare parts approved by authorised manu-
facturers. Any repairs or maintenance related to safety or 
performance should be conducted by trained professionals.
Do not attempt to repair the appliance by yourself. Repairs 
performed by unqualified personnel may result in personal 
injury or more serious error. Please consult your local service 
center and always insist on genuine spare parts.
Do not attempt to operate the appliance if it is damaged, defective, 
partially disassembled, or has missing or damaged parts, including 
damaged wires or plugs.
Do not excessively bend the power cord or place heavy objects on 
it.
Do not clean the inside or outside the appliance with spray water.
In case of flooding, please disconnect the power plug and contact 
the after-sales service center.
Models with a drying function enable automatic shutdown of the 
heater to prevent overheating. The heater automatically shuts off 
when the temperature exceeds the safety threshold and restarts 
when the temperature drops below the threshold.
Do not connect multiple power sockets, extension cords or dual 
adapters to the appliance. Do not connect the appliance to the 
power mains using an extension cord.

Please read this manual carefully before operating 
the appliance.
Do not operate the appliance without understanding or reading 
this manual.
This manual applies to multiple models. Therefore, it may 
include features not applicable to your model.
Failure to follow the instructions or improper operation may 
cause damage to laundry or equipment, or result in personal 
injury. Please keep the manual near the appliance for easy 
access.
This appliance is intended to be used in household. If the appli-
ance is used for professional, for-profit purpose or purpose exceed-
ing normal use in a household, or if the appliance is used by a 
person who is not a consumer, the warranty period shall be equal to 
the shortest warranty period required by relevant legislation.
This appliance is not intended for use by persons (including chil-
dren) with reduced physical, sensory or mental capabilities, or lack 
of experience and knowledge, unless they have been given supervi-
sion or instruction concerning use of the appliance by a person 
responsible for their safety.
Children should be supervised to ensure that they do not play with 
the appliance.
Children of less than 3 years should be kept away unless con-
tinuously supervised.
This appliance can be used by children aged from 8 years and 
above and persons with reduced physical, sensory or mental capa-
bilities or lack of experience and knowledge if they have been given 
supervision or instruction concerning use of the appliance in a safe 
way and understand the hazards involved.
Children shall not play with the appliance. Cleaning and user main-
tenance shall not be made by children without supervision. 
The maximum capacity in some cycles for dry clothes to be used is 
Wash 10. 5kg / Dry 7kg . 
The recommended maximum capacity for each programme may 
vary. For optimal results, see "PROGRAMME TABLE".

Do not connect the appliance to a power socket intended for an 
electric shaver or hair dryer.
Do not connect the appliance to a power socket intended for small 
loads.
Before connecting the appliance to the power supply, ensure that 
the electric voltage specified on the rating plate matches the Volt-
age of your socket.
The power socket must be securely grounded and the water 
supply must be unobstructed.
Do not connect the appliance to power mains using an external 
switching device such as a programme timer, or connect it to 
power mains that is regularly switched on and off by the power 
supply provider.
Exhaust air must not be discharged into a flue designed to 
discharge combustion gases or other fuel exhaust gases.
Installation
Before using the appliance, be sure to remove the packaging 
(sponge, polystyrene foam, etc.) attached to the bottom of the 
appliance.
Please install the appliance correctly according to the instructions 
and connect it to the water and electricity supply (see "INSTALLA-
TION AND CONNECTION").
Water piping and electrical wiring should be carried out by a fully 
trained technician or professional.
Do not install the appliance in a location where the door opening is 
restricted.
Do not install the appliance where the temperature may drop 
below 5°C, as it parts may be damaged in case of water freezing.
Place the appliance on a solid and level floor. If installed on a high 
platform, the appliance must be reinforced to prevent it from 
tipping over.
The end of the water discharge hose should reach into a water 
drain line.
This appliance should not be stored or used outdoors.
Avoid lint accumulation near the appliance.
Do not install the appliance near heaters or flammable materials.

Do not install the appliance in an area where gas leaks may occur.
Ensure good ventilation to prevent the gases generated by the 
appliance from flowing back into the room and causing a fire.

Remove the transport screws/rods before first use, otherwise 
serious damage may occur when starting the appliance (see 
chapter "INSTALLATION AND CONNECTION/Remove transport 
screws/rods"). Such damage is not covered by the warranty.
Check the appliance for damage during transportation. Never 
operate the appliance if it is damaged.
Use detergents suitable for the appliance and laundry care. We 
shall not be responsible for any damage or discoloration of gaskets 
and plastic parts resulting from incorrect use of bleaching or 
colouring agents.
Do not attempt to remove any panels or disassemble the appli-
ance.
Do not press buttons with sharp objects such as pins, knives, or 
nails.
Do not touch the power plug or operate the appliance with wet 
hands.
This appliance is only suitable for regular washing or drying (for 
tumble dryer models). It cannot be used for dry cleaning.
Attempting to lift the heavy appliance may cause you to get 
injured. Do not attempt to lift the appliance yourself as your hands 
may be cut by its sharp edges.
Do not use protruding parts to move the appliance. Protruding 
parts on the appliance may be broken when lifting or pushing the 
appliance.
Do not wash laundry with large buttons or other heavy metal 
objects, and ensure that all pockets of the laundry are empty. To 
prevent odours and mildew, open the door at the end of the wash-
ing cycle to allow the drum to dry.
Do not leave metal objects in the drum for extended periods.
The door glass may be cracked by strong impacts. Handle with 
care. 
Place laundry completely into the drum to prevent it from getting 

caught in the door.
Cut off the water supply and unplug the power cord when the 
appliance is not in use.
Do not place any animals (such as pets) into the appliance.
Transport/transport after installation
Assemble the transport screws/rods if you need to move the 
installed appliance (see chapter "INSTALLATION AND CON-
NECTION/Moving and Transporting After Installation"). Unplug the 
power cord before assembling the transport screws/rods!
Turn off the tap and unplug the appliance at the end of the 
washing cycle. Never unplug the appliance by pulling on the 
power cord. Always hold the power plug firmly and pull it straight 
out of the socket.
       Do not use detergents that contain solvents as this could lead 
to release of poisonous gases, damage to the appliance, and 
cause the risk of fire and explosion.
Do not open the washer dryer door by force while it is operating 
(High-temperature washing/drying).
Do not use the appliance after cleaning with industrial chemicals.
        Water drained during a high-temperature washing cycle is 
hot. Do not touch the water to prevent burns.
Laundry contaminated with edible oils, acetone, alcohol, petrol, 
kerosene, detergents, turpentine, wax and wax removers should 
be pre-washed with hot water and plenty of detergent before 
placing in the drum.
se softener or similar products according to the manufacturer's 
instructions.
Remove all items such as cigarette lighters or matches from pock-
ets.

DANGER OF HOT SURFACE
At higher washing or drying temperatures, the door glass will heat 
up. Be careful to avoid burns. Make sure children do not play near 
the door glass. Do not touch the door glass during operation.

WATER OVERFLOW PROTECTION (WITH APPLIANCE 
SWITCHED ON)
If the water level in the appliance rises above normal level, then 

the excess water level protection will be activated. It will shut off 
the water supply and start pumping out the water. The programme 
is interrupted and an error is reported.
Do not wash or dry laundry made of foam rubber (latex foam), 
shower caps, waterproof fabrics, rubber products, or clothing or 
pillows containing foam rubber pads in the drum.
       WARNING 
If your appliance has a drying function, do not interrupt the 
programme until the drying cycle is complete. If you need to inter-
rupt it for any reason, carefully remove laundry to avoid burns. 
Quickly remove laundry and spread it out so that the heat is dissi-
pated.
Child safety
Before closing the washer dryer door and running the programme, 
make sure there is nothing except laundry in the drum Make sure 
no child climbed into the washer dryer drum and closed the door 
from the inside.
Do not leave the door open. Children may hang on the door or 
climb into the appliance, causing damage or injury.
Keep all packaging materials out of the reach of children, as they 
may pose a danger.
Keep detergent and softener out of reach of children.
Servicing
Repair costs resulting from damage caused by incorrect connec-
tions, improper installation and use, or repairs made by unautho-
rised personnel are the responsibility of the user and are not cov-
ered by the warranty.
The warranty does not cover consumables, minor colour devia-
tions, increased noise due to appliance age that does not affect 
the functionality of the appliance, and aesthetic defects on compo-
nents that do not affect the functionality and safety of the appli-
ance.
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To connect the washer dryer to water supply, make sure to use 
the supplied water supply hose and gaskets. Water pressure has 
to be between 0.1-1 mpa (1-10 bar; 1-10 kp/cm²; 10-100 n/cm²).
Always use a new water supply hose to connect the washer dryer 
to water supply, do not reuse an old water supply hose.
For appliances with ventilation openings in the base, the ventilation 
openings must not be obstructed by a carpet.
If the supply cord is damaged, it must be replaced by the manufac-
turer, its service agent or similarly qualified persons in order to 
avoid a hazard.
Electrical safety
This appliance complies with relevant safety standards.
Before connecting the washer dryer to the power mains, wait 
for at least 2 hours until it reaches room temperature.
This appliance must be repaired by an authorised service 
center, using only spare parts approved by authorised manu-
facturers. Any repairs or maintenance related to safety or 
performance should be conducted by trained professionals.
Do not attempt to repair the appliance by yourself. Repairs 
performed by unqualified personnel may result in personal 
injury or more serious error. Please consult your local service 
center and always insist on genuine spare parts.
Do not attempt to operate the appliance if it is damaged, defective, 
partially disassembled, or has missing or damaged parts, including 
damaged wires or plugs.
Do not excessively bend the power cord or place heavy objects on 
it.
Do not clean the inside or outside the appliance with spray water.
In case of flooding, please disconnect the power plug and contact 
the after-sales service center.
Models with a drying function enable automatic shutdown of the 
heater to prevent overheating. The heater automatically shuts off 
when the temperature exceeds the safety threshold and restarts 
when the temperature drops below the threshold.
Do not connect multiple power sockets, extension cords or dual 
adapters to the appliance. Do not connect the appliance to the 
power mains using an extension cord.

Please read this manual carefully before operating 
the appliance.
Do not operate the appliance without understanding or reading 
this manual.
This manual applies to multiple models. Therefore, it may 
include features not applicable to your model.
Failure to follow the instructions or improper operation may 
cause damage to laundry or equipment, or result in personal 
injury. Please keep the manual near the appliance for easy 
access.
This appliance is intended to be used in household. If the appli-
ance is used for professional, for-profit purpose or purpose exceed-
ing normal use in a household, or if the appliance is used by a 
person who is not a consumer, the warranty period shall be equal to 
the shortest warranty period required by relevant legislation.
This appliance is not intended for use by persons (including chil-
dren) with reduced physical, sensory or mental capabilities, or lack 
of experience and knowledge, unless they have been given supervi-
sion or instruction concerning use of the appliance by a person 
responsible for their safety.
Children should be supervised to ensure that they do not play with 
the appliance.
Children of less than 3 years should be kept away unless con-
tinuously supervised.
This appliance can be used by children aged from 8 years and 
above and persons with reduced physical, sensory or mental capa-
bilities or lack of experience and knowledge if they have been given 
supervision or instruction concerning use of the appliance in a safe 
way and understand the hazards involved.
Children shall not play with the appliance. Cleaning and user main-
tenance shall not be made by children without supervision. 
The maximum capacity in some cycles for dry clothes to be used is 
Wash 10. 5kg / Dry 7kg . 
The recommended maximum capacity for each programme may 
vary. For optimal results, see "PROGRAMME TABLE".

Do not connect the appliance to a power socket intended for an 
electric shaver or hair dryer.
Do not connect the appliance to a power socket intended for small 
loads.
Before connecting the appliance to the power supply, ensure that 
the electric voltage specified on the rating plate matches the Volt-
age of your socket.
The power socket must be securely grounded and the water 
supply must be unobstructed.
Do not connect the appliance to power mains using an external 
switching device such as a programme timer, or connect it to 
power mains that is regularly switched on and off by the power 
supply provider.
Exhaust air must not be discharged into a flue designed to 
discharge combustion gases or other fuel exhaust gases.
Installation
Before using the appliance, be sure to remove the packaging 
(sponge, polystyrene foam, etc.) attached to the bottom of the 
appliance.
Please install the appliance correctly according to the instructions 
and connect it to the water and electricity supply (see "INSTALLA-
TION AND CONNECTION").
Water piping and electrical wiring should be carried out by a fully 
trained technician or professional.
Do not install the appliance in a location where the door opening is 
restricted.
Do not install the appliance where the temperature may drop 
below 5°C, as it parts may be damaged in case of water freezing.
Place the appliance on a solid and level floor. If installed on a high 
platform, the appliance must be reinforced to prevent it from 
tipping over.
The end of the water discharge hose should reach into a water 
drain line.
This appliance should not be stored or used outdoors.
Avoid lint accumulation near the appliance.
Do not install the appliance near heaters or flammable materials.

Do not install the appliance in an area where gas leaks may occur.
Ensure good ventilation to prevent the gases generated by the 
appliance from flowing back into the room and causing a fire.
Usage
Remove the transport screws/rods before first use, otherwise 
serious damage may occur when starting the appliance (see 
chapter "INSTALLATION AND CONNECTION/Remove transport 
screws/rods"). Such damage is not covered by the warranty.
Check the appliance for damage during transportation. Never 
operate the appliance if it is damaged.
Use detergents suitable for the appliance and laundry care. We 
shall not be responsible for any damage or discoloration of gaskets 
and plastic parts resulting from incorrect use of bleaching or 
colouring agents.
Do not attempt to remove any panels or disassemble the appli-
ance.
Do not press buttons with sharp objects such as pins, knives, or 
nails.
Do not touch the power plug or operate the appliance with wet 
hands.
This appliance is only suitable for regular washing or drying (for 
tumble dryer models). It cannot be used for dry cleaning.
Attempting to lift the heavy appliance may cause you to get 
injured. Do not attempt to lift the appliance yourself as your hands 
may be cut by its sharp edges.
Do not use protruding parts to move the appliance. Protruding 
parts on the appliance may be broken when lifting or pushing the 
appliance.
Do not wash laundry with large buttons or other heavy metal 
objects, and ensure that all pockets of the laundry are empty. To 
prevent odours and mildew, open the door at the end of the wash-
ing cycle to allow the drum to dry.
Do not leave metal objects in the drum for extended periods.
The door glass may be cracked by strong impacts. Handle with 
care. 
Place laundry completely into the drum to prevent it from getting 

caught in the door.
Cut off the water supply and unplug the power cord when the 
appliance is not in use.
Do not place any animals (such as pets) into the appliance.

Assemble the transport screws/rods if you need to move the 
installed appliance (see chapter "INSTALLATION AND CON-
NECTION/Moving and Transporting After Installation"). Unplug the 
power cord before assembling the transport screws/rods!
Turn off the tap and unplug the appliance at the end of the 
washing cycle. Never unplug the appliance by pulling on the 
power cord. Always hold the power plug firmly and pull it straight 
out of the socket.
       Do not use detergents that contain solvents as this could lead 
to release of poisonous gases, damage to the appliance, and 
cause the risk of fire and explosion.
Do not open the appliance door by force while it is operating 
(High-temperature washing/drying).
Do not use the appliance after cleaning with industrial chemicals.
        Water drained during a high-temperature washing cycle is 
hot. Do not touch the water to prevent burns.
Laundry contaminated with edible oils, acetone, alcohol, petrol, 
kerosene, detergents, turpentine, wax and wax removers should 
be pre-washed with hot water and plenty of detergent before 
placing in the drum.
se softener or similar products according to the manufacturer's 
instructions.
Remove all items such as cigarette lighters or matches from pock-
ets.

DANGER OF HOT SURFACE
At higher washing or drying temperatures, the door glass will heat 
up. Be careful to avoid burns. Make sure children do not play near 
the door glass. Do not touch the door glass during operation.
       WATER OVERFLOW PROTECTION (WITH APPLIANCE 
SWITCHED ON)
If the water level in the appliance rises above normal level, then 

the excess water level protection will be activated. It will shut off 
the water supply and start pumping out the water. The programme 
is interrupted and an error is reported.
Do not wash or dry laundry made of foam rubber (latex foam), 
shower caps, waterproof fabrics, rubber products, or clothing or 
pillows containing foam rubber pads in the drum.
       WARNING 
If your appliance has a drying function, do not interrupt the 
programme until the drying cycle is complete. If you need to inter-
rupt it for any reason, carefully remove laundry to avoid burns. 
Quickly remove laundry and spread it out so that the heat is dissi-
pated.
Child safety
Before closing the washer dryer door and running the programme, 
make sure there is nothing except laundry in the drum Make sure 
no child climbed into the washer dryer drum and closed the door 
from the inside.
Do not leave the door open. Children may hang on the door or 
climb into the appliance, causing damage or injury.
Keep all packaging materials out of the reach of children, as they 
may pose a danger.
Keep detergent and softener out of reach of children.
Servicing
Repair costs resulting from damage caused by incorrect connec-
tions, improper installation and use, or repairs made by unautho-
rised personnel are the responsibility of the user and are not cov-
ered by the warranty.
The warranty does not cover consumables, minor colour devia-
tions, increased noise due to appliance age that does not affect 
the functionality of the appliance, and aesthetic defects on compo-
nents that do not affect the functionality and safety of the appli-
ance.
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To connect the washer dryer to water supply, make sure to use 
the supplied water supply hose and gaskets. Water pressure has 
to be between 0.1-1 mpa (1-10 bar; 1-10 kp/cm²; 10-100 n/cm²).
Always use a new water supply hose to connect the washer dryer 
to water supply, do not reuse an old water supply hose.
For appliances with ventilation openings in the base, the ventilation 
openings must not be obstructed by a carpet.
If the supply cord is damaged, it must be replaced by the manufac-
turer, its service agent or similarly qualified persons in order to 
avoid a hazard.
Electrical safety
This appliance complies with relevant safety standards.
Before connecting the washer dryer to the power mains, wait 
for at least 2 hours until it reaches room temperature.
This appliance must be repaired by an authorised service 
center, using only spare parts approved by authorised manu-
facturers. Any repairs or maintenance related to safety or 
performance should be conducted by trained professionals.
Do not attempt to repair the appliance by yourself. Repairs 
performed by unqualified personnel may result in personal 
injury or more serious error. Please consult your local service 
center and always insist on genuine spare parts.
Do not attempt to operate the appliance if it is damaged, defective, 
partially disassembled, or has missing or damaged parts, including 
damaged wires or plugs.
Do not excessively bend the power cord or place heavy objects on 
it.
Do not clean the inside or outside the appliance with spray water.
In case of flooding, please disconnect the power plug and contact 
the after-sales service center.
Models with a drying function enable automatic shutdown of the 
heater to prevent overheating. The heater automatically shuts off 
when the temperature exceeds the safety threshold and restarts 
when the temperature drops below the threshold.
Do not connect multiple power sockets, extension cords or dual 
adapters to the appliance. Do not connect the appliance to the 
power mains using an extension cord.

Please read this manual carefully before operating 
the appliance.
Do not operate the appliance without understanding or reading 
this manual.
This manual applies to multiple models. Therefore, it may 
include features not applicable to your model.
Failure to follow the instructions or improper operation may 
cause damage to laundry or equipment, or result in personal 
injury. Please keep the manual near the appliance for easy 
access.
This appliance is intended to be used in household. If the appli-
ance is used for professional, for-profit purpose or purpose exceed-
ing normal use in a household, or if the appliance is used by a 
person who is not a consumer, the warranty period shall be equal to 
the shortest warranty period required by relevant legislation.
This appliance is not intended for use by persons (including chil-
dren) with reduced physical, sensory or mental capabilities, or lack 
of experience and knowledge, unless they have been given supervi-
sion or instruction concerning use of the appliance by a person 
responsible for their safety.
Children should be supervised to ensure that they do not play with 
the appliance.
Children of less than 3 years should be kept away unless con-
tinuously supervised.
This appliance can be used by children aged from 8 years and 
above and persons with reduced physical, sensory or mental capa-
bilities or lack of experience and knowledge if they have been given 
supervision or instruction concerning use of the appliance in a safe 
way and understand the hazards involved.
Children shall not play with the appliance. Cleaning and user main-
tenance shall not be made by children without supervision. 
The maximum capacity in some cycles for dry clothes to be used is 
Wash 10. 5kg / Dry 7kg . 
The recommended maximum capacity for each programme may 
vary. For optimal results, see "PROGRAMME TABLE".

Do not connect the appliance to a power socket intended for an 
electric shaver or hair dryer.
Do not connect the appliance to a power socket intended for small 
loads.
Before connecting the appliance to the power supply, ensure that 
the electric voltage specified on the rating plate matches the Volt-
age of your socket.
The power socket must be securely grounded and the water 
supply must be unobstructed.
Do not connect the appliance to power mains using an external 
switching device such as a programme timer, or connect it to 
power mains that is regularly switched on and off by the power 
supply provider.
Exhaust air must not be discharged into a flue designed to 
discharge combustion gases or other fuel exhaust gases.
Installation
Before using the appliance, be sure to remove the packaging 
(sponge, polystyrene foam, etc.) attached to the bottom of the 
appliance.
Please install the appliance correctly according to the instructions 
and connect it to the water and electricity supply (see "INSTALLA-
TION AND CONNECTION").
Water piping and electrical wiring should be carried out by a fully 
trained technician or professional.
Do not install the appliance in a location where the door opening is 
restricted.
Do not install the appliance where the temperature may drop 
below 5°C, as it parts may be damaged in case of water freezing.
Place the appliance on a solid and level floor. If installed on a high 
platform, the appliance must be reinforced to prevent it from 
tipping over.
The end of the water discharge hose should reach into a water 
drain line.
This appliance should not be stored or used outdoors.
Avoid lint accumulation near the appliance.
Do not install the appliance near heaters or flammable materials.

Do not install the appliance in an area where gas leaks may occur.
Ensure good ventilation to prevent the gases generated by the 
appliance from flowing back into the room and causing a fire.
Usage
Remove the transport screws/rods before first use, otherwise 
serious damage may occur when starting the appliance (see 
chapter "INSTALLATION AND CONNECTION/Remove transport 
screws/rods"). Such damage is not covered by the warranty.
Check the appliance for damage during transportation. Never 
operate the appliance if it is damaged.
Use detergents suitable for the appliance and laundry care. We 
shall not be responsible for any damage or discoloration of gaskets 
and plastic parts resulting from incorrect use of bleaching or 
colouring agents.
Do not attempt to remove any panels or disassemble the appli-
ance.
Do not press buttons with sharp objects such as pins, knives, or 
nails.
Do not touch the power plug or operate the appliance with wet 
hands.
This appliance is only suitable for regular washing or drying (for 
tumble dryer models). It cannot be used for dry cleaning.
Attempting to lift the heavy appliance may cause you to get 
injured. Do not attempt to lift the appliance yourself as your hands 
may be cut by its sharp edges.
Do not use protruding parts to move the appliance. Protruding 
parts on the appliance may be broken when lifting or pushing the 
appliance.
Do not wash laundry with large buttons or other heavy metal 
objects, and ensure that all pockets of the laundry are empty. To 
prevent odours and mildew, open the door at the end of the wash-
ing cycle to allow the drum to dry.
Do not leave metal objects in the drum for extended periods.
The door glass may be cracked by strong impacts. Handle with 
care. 
Place laundry completely into the drum to prevent it from getting 

caught in the door.
Cut off the water supply and unplug the power cord when the 
appliance is not in use.
Do not place any animals (such as pets) into the appliance.

Assemble the transport screws/rods if you need to move the 
installed appliance (see chapter "INSTALLATION AND CON-
NECTION/Moving and Transporting After Installation"). Unplug the 
power cord before assembling the transport screws/rods!
Turn off the tap and unplug the appliance at the end of the 
washing cycle. Never unplug the appliance by pulling on the 
power cord. Always hold the power plug firmly and pull it straight 
out of the socket.
       Do not use detergents that contain solvents as this could lead 
to release of poisonous gases, damage to the appliance, and 
cause the risk of fire and explosion.
Do not open the appliance door by force while it is operating 
(High-temperature washing/drying).
Do not use the appliance after cleaning with industrial chemicals.
        Water drained during a high-temperature washing cycle is 
hot. Do not touch the water to prevent burns.
Laundry contaminated with edible oils, acetone, alcohol, petrol, 
kerosene, detergents, turpentine, wax and wax removers should 
be pre-washed with hot water and plenty of detergent before 
placing in the drum.
se softener or similar products according to the manufacturer's 
instructions.
Remove all items such as cigarette lighters or matches from pock-
ets.

DANGER OF HOT SURFACE
At higher washing or drying temperatures, the door glass will heat 
up. Be careful to avoid burns. Make sure children do not play near 
the door glass. Do not touch the door glass during operation.
       WATER OVERFLOW PROTECTION (WITH APPLIANCE 
SWITCHED ON)
If the water level in the appliance rises above normal level, then 

the excess water level protection will be activated. It will shut off 
the water supply and start pumping out the water. The programme 
is interrupted and an error is reported.
Do not wash or dry laundry made of foam rubber (latex foam), 
shower caps, waterproof fabrics, rubber products, or clothing or 
pillows containing foam rubber pads in the drum.
       WARNING 
If your appliance has a drying function, do not interrupt the 
programme until the drying cycle is complete. If you need to inter-
rupt it for any reason, carefully remove laundry to avoid burns. 
Quickly remove laundry and spread it out so that the heat is dissi-
pated.
Child safety
Before closing the washer dryer door and running the programme, 
make sure there is nothing except laundry in the drum Make sure 
no child climbed into the washer dryer drum and closed the door 
from the inside.
Do not leave the door open. Children may hang on the door or 
climb into the appliance, causing damage or injury.
Keep all packaging materials out of the reach of children, as they 
may pose a danger.
Keep detergent and softener out of reach of children.
Servicing
Repair costs resulting from damage caused by incorrect connec-
tions, improper installation and use, or repairs made by unautho-
rised personnel are the responsibility of the user and are not cov-
ered by the warranty.
The warranty does not cover consumables, minor colour devia-
tions, increased noise due to appliance age that does not affect 
the functionality of the appliance, and aesthetic defects on compo-
nents that do not affect the functionality and safety of the appli-
ance.
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To connect the washer dryer to water supply, make sure to use 
the supplied water supply hose and gaskets. Water pressure has 
to be between 0.1-1 mpa (1-10 bar; 1-10 kp/cm²; 10-100 n/cm²).
Always use a new water supply hose to connect the washer dryer 
to water supply, do not reuse an old water supply hose.
For appliances with ventilation openings in the base, the ventilation 
openings must not be obstructed by a carpet.
If the supply cord is damaged, it must be replaced by the manufac-
turer, its service agent or similarly qualified persons in order to 
avoid a hazard.
Electrical safety
This appliance complies with relevant safety standards.
Before connecting the washer dryer to the power mains, wait 
for at least 2 hours until it reaches room temperature.
This appliance must be repaired by an authorised service 
center, using only spare parts approved by authorised manu-
facturers. Any repairs or maintenance related to safety or 
performance should be conducted by trained professionals.
Do not attempt to repair the appliance by yourself. Repairs 
performed by unqualified personnel may result in personal 
injury or more serious error. Please consult your local service 
center and always insist on genuine spare parts.
Do not attempt to operate the appliance if it is damaged, defective, 
partially disassembled, or has missing or damaged parts, including 
damaged wires or plugs.
Do not excessively bend the power cord or place heavy objects on 
it.
Do not clean the inside or outside the appliance with spray water.
In case of flooding, please disconnect the power plug and contact 
the after-sales service center.
Models with a drying function enable automatic shutdown of the 
heater to prevent overheating. The heater automatically shuts off 
when the temperature exceeds the safety threshold and restarts 
when the temperature drops below the threshold.
Do not connect multiple power sockets, extension cords or dual 
adapters to the appliance. Do not connect the appliance to the 
power mains using an extension cord.

Please read this manual carefully before operating 
the appliance.
Do not operate the appliance without understanding or reading 
this manual.
This manual applies to multiple models. Therefore, it may 
include features not applicable to your model.
Failure to follow the instructions or improper operation may 
cause damage to laundry or equipment, or result in personal 
injury. Please keep the manual near the appliance for easy 
access.
This appliance is intended to be used in household. If the appli-
ance is used for professional, for-profit purpose or purpose exceed-
ing normal use in a household, or if the appliance is used by a 
person who is not a consumer, the warranty period shall be equal to 
the shortest warranty period required by relevant legislation.
This appliance is not intended for use by persons (including chil-
dren) with reduced physical, sensory or mental capabilities, or lack 
of experience and knowledge, unless they have been given supervi-
sion or instruction concerning use of the appliance by a person 
responsible for their safety.
Children should be supervised to ensure that they do not play with 
the appliance.
Children of less than 3 years should be kept away unless con-
tinuously supervised.
This appliance can be used by children aged from 8 years and 
above and persons with reduced physical, sensory or mental capa-
bilities or lack of experience and knowledge if they have been given 
supervision or instruction concerning use of the appliance in a safe 
way and understand the hazards involved.
Children shall not play with the appliance. Cleaning and user main-
tenance shall not be made by children without supervision. 
The maximum capacity in some cycles for dry clothes to be used is 
Wash 10. 5kg / Dry 7kg . 
The recommended maximum capacity for each programme may 
vary. For optimal results, see "PROGRAMME TABLE".

Do not connect the appliance to a power socket intended for an 
electric shaver or hair dryer.
Do not connect the appliance to a power socket intended for small 
loads.
Before connecting the appliance to the power supply, ensure that 
the electric voltage specified on the rating plate matches the Volt-
age of your socket.
The power socket must be securely grounded and the water 
supply must be unobstructed.
Do not connect the appliance to power mains using an external 
switching device such as a programme timer, or connect it to 
power mains that is regularly switched on and off by the power 
supply provider.
Exhaust air must not be discharged into a flue designed to 
discharge combustion gases or other fuel exhaust gases.
Installation
Before using the appliance, be sure to remove the packaging 
(sponge, polystyrene foam, etc.) attached to the bottom of the 
appliance.
Please install the appliance correctly according to the instructions 
and connect it to the water and electricity supply (see "INSTALLA-
TION AND CONNECTION").
Water piping and electrical wiring should be carried out by a fully 
trained technician or professional.
Do not install the appliance in a location where the door opening is 
restricted.
Do not install the appliance where the temperature may drop 
below 5°C, as it parts may be damaged in case of water freezing.
Place the appliance on a solid and level floor. If installed on a high 
platform, the appliance must be reinforced to prevent it from 
tipping over.
The end of the water discharge hose should reach into a water 
drain line.
This appliance should not be stored or used outdoors.
Avoid lint accumulation near the appliance.
Do not install the appliance near heaters or flammable materials.

Do not install the appliance in an area where gas leaks may occur.
Ensure good ventilation to prevent the gases generated by the 
appliance from flowing back into the room and causing a fire.
Usage
Remove the transport screws/rods before first use, otherwise 
serious damage may occur when starting the appliance (see 
chapter "INSTALLATION AND CONNECTION/Remove transport 
screws/rods"). Such damage is not covered by the warranty.
Check the appliance for damage during transportation. Never 
operate the appliance if it is damaged.
Use detergents suitable for the appliance and laundry care. We 
shall not be responsible for any damage or discoloration of gaskets 
and plastic parts resulting from incorrect use of bleaching or 
colouring agents.
Do not attempt to remove any panels or disassemble the appli-
ance.
Do not press buttons with sharp objects such as pins, knives, or 
nails.
Do not touch the power plug or operate the appliance with wet 
hands.
This appliance is only suitable for regular washing or drying (for 
tumble dryer models). It cannot be used for dry cleaning.
Attempting to lift the heavy appliance may cause you to get 
injured. Do not attempt to lift the appliance yourself as your hands 
may be cut by its sharp edges.
Do not use protruding parts to move the appliance. Protruding 
parts on the appliance may be broken when lifting or pushing the 
appliance.
Do not wash laundry with large buttons or other heavy metal 
objects, and ensure that all pockets of the laundry are empty. To 
prevent odours and mildew, open the door at the end of the wash-
ing cycle to allow the drum to dry.
Do not leave metal objects in the drum for extended periods.
The door glass may be cracked by strong impacts. Handle with 
care. 
Place laundry completely into the drum to prevent it from getting 

caught in the door.
Cut off the water supply and unplug the power cord when the 
appliance is not in use.
Do not place any animals (such as pets) into the appliance.
Transport/transport after installation
Assemble the transport screws/rods if you need to move the 
installed appliance (see chapter "INSTALLATION AND CON-
NECTION/Moving and Transporting After Installation"). Unplug the 
power cord before assembling the transport screws/rods!
Turn off the tap and unplug the appliance at the end of the 
washing cycle. Never unplug the appliance by pulling on the 
power cord. Always hold the power plug firmly and pull it straight 
out of the socket.
       Do not use detergents that contain solvents as this could lead 
to release of poisonous gases, damage to the appliance, and 
cause the risk of fire and explosion.
Do not open the washer dryer door by force while it is operating 
(High-temperature washing/drying).
Do not use the appliance after cleaning with industrial chemicals.
        Water drained during a high-temperature washing cycle is 
hot. Do not touch the water to prevent burns.
Laundry contaminated with edible oils, acetone, alcohol, petrol, 
kerosene, detergents, turpentine, wax and wax removers should 
be pre-washed with hot water and plenty of detergent before 
placing in the drum.
se softener or similar products according to the manufacturer's 
instructions.
Remove all items such as cigarette lighters or matches from pock-
ets.

DANGER OF HOT SURFACE
At higher washing or drying temperatures, the door glass will heat 
up. Be careful to avoid burns. Make sure children do not play near 
the door glass. Do not touch the door glass during operation.

WATER OVERFLOW PROTECTION (WITH APPLIANCE 
SWITCHED ON)
If the water level in the appliance rises above normal level, then 

the excess water level protection will be activated. It will shut off 
the water supply and start pumping out the water. The program is 
interrupted and an error is reported.
Do not wash or dry laundry made of foam rubber (latex foam), 
shower caps, waterproof fabrics, rubber products, or clothing or 
pillows containing foam rubber pads in the drum.
       WARNING 
If your appliance has a drying function, do not interrupt the 
program until the drying cycle is complete. If you need to inter-rupt 
it for any reason, carefully remove laundry to avoid burns. Quickly 
remove laundry and spread it out so that the heat is dissi-pated.

Before closing the appliance door and running the program, make 
sure there is nothing except laundry in the drum Make sure no 
child climbed into the appliance drum and closed the door from 
the inside.
Do not leave the door open. Children may hang on the door or 
climb into the appliance, causing damage or injury.
Keep all packaging materials out of the reach of children, as they 
may pose a danger.
Keep detergent and softener out of reach of children.

Repair costs resulting from damage caused by incorrect connec-
tions, improper installation and use, or repairs made by unautho-
rised personnel are the responsibility of the user and are not cov-
ered by the warranty.
The warranty does not cover consumables, minor colour devia-
tions, increased noise due to appliance age that does not affect 
the functionality of the appliance, and aesthetic defects on compo-
nents that do not affect the functionality and safety of the appli-
ance.
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The illustrations in this manual are for illustrative purposes only. Due to product improvements 
and series expansion, the appearance, color, and functional components of the product you receive 
may differ from those shown in this manual. Please refer to the actual product.
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PRODUCT DESCRIPTION

FRONT

1    Control unit
Program selector knob 
Detergent drawer
Door
Pump filter cover

2    
3    
4    
5   

BACK

1    Water supply hose
Power cord
Water discharge hose
Adjustable feet
Transport screws/rods

2    
3    
4    
5    
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The illustrations in this manual are for illustrative purposes only. Due to product improvements 
and series expansion, the appearance, color, and functional components of the product you receive 
may differ from those shown in this manual. Please refer to the actual product.
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PRODUCT DESCRIPTION

FRONT

1    Control unit
Program selector knob
Detergent drawer
Door
Pump filter cover

2    
3    
4    
5   

BACK

1    Water supply hose
Power cord
Water discharge hose
Adjustable feet
Transport screws/rods

2    
3    
4    
5    
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E = appliance depth 
F = Depth with door open

Max. load
Net Weight
Rated Voltage

Rated Power
Frequency

SPECIFICATIONS
(DEPENDING ON THE MODEL)

DIMENSIONS (MM)

Index Dimensions (mm)

12 kg/8 kg
75 kg

220-240 V~

1900 W/1150 W
50 Hz

595
845
570
595
630

1125
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INSTALLATION AND CONNECTION
Packing/Packaging

       Please first remove all the packaging and foam, especially the foam base. When unpacking the 
device, please do not use sharp objects to damage it. Keep packaging materials (plastic bags, other 
plastic parts, etc.) out of reach of children.

       The process of packing the machine is just the opposite of unpacking above.

       Please check the device for any damage. Do not use it if it is damaged, and immediately contact 
after-sales service.

The accessories included with this device include one or more of the following:

• User Manual;
• 4 transport screw covers;
• Water inlet hose;
• Water drain hose bracket;
• Wrench;
• Noise reduction board/sponge strip/none (subject to the actual model).

Different models have different configurations, and the accessories included with this device are 
subject to the actual configuration of the model.
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INSTALLATION AND CONNECTION
First remove all packaging and foam, especially the foam base. When removing the packaging, make 

sure not to damage the appliance with a sharp object. Keep the packaging materials (plastic bags, other 
plastic parts etc.) out of reach of children.
Check for any damage on the appliance. lf you suspect the appliance is damaged, do not use it and 
immediately contact the service unit.
The appliance is supplied with a support set that includes:

·User manual;
·4 plastic plugs;
·Supply hose;
·Drain hose holder:
·Wrench;
·Noise reduction board/sponge strip/none (subject to the actual model).
Make sure all parts listed above are supplied.

HOW TO INSTALL THE NOISE REDUCTION BOARD:

 Before installing the noise reduction board align and paste 
the acoustic absorption wool with and along the right-angle 

impression on noise reduction board (this procedure is 
unnecessary for some of the models without acoustic absorption 
wool).

Remove surface paper on double sided tape at four sides 
of the noise reduction board.

Incline the appliance to an angle of 40° and let the side with
 right-angle notch face towards front of the appliance, as 

shown in the figure. Insert the side with oblique-angle notch 
between two foot screws at back of the appliance completely in 
place. Then, install the noise reduction board and ensure that it 
contacts with bottom of the appliance closely.

Remove surface paper on double sided tape on the sponge 
strips.

         Incline the appliance to an angle of 40° and attach
         sponge strips on the bottom of the appliance with the

two long sponge strips at the front and rear support positions, 
and the two short sponge strips at the left and right support 
positions.

Press down to secure the sponge strips firmly.

Press the double sided tape on four sides manually to 
secure the noise reduction board to the appliance firmly.

Right angle 
indentation

Double 
sided tape

Pump 

HOW TO INSTALL THE SPONG STRIPS:

 

Double 
sided tape
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REMOVING THE TRANSPORT SCREWS/RODS
Disassemble the transport screws/rods once all packaging has been removed. A blocked appliance 
may be damaged when it is switched on for operation. Such damage is not covered by the warranty.

      Move aside the water 
discharge hoses and use 

an appropriate wrench to 
loosen the four screws on 
the back in the counterclock-
wise direction as indicated by 
the arrows. Loosen the 
screws approximately 30 
mm.

Pull all 4 transport 
screws/rods horizontally.

Pull out the transport 
screws/rods along with 

the rubber and the plastic 
parts.

Cover the screw holes 
with plastic plugs. The 

plastic plugs are supplied in 
the bag with the appliance 
user manual (the support 
set).

Remove the power 
cord clip located 
here as well.

Save the transport screws/rods in case you have to transport the appliance again later (to reinstall 

the transport screws/rods, follow the above procedure in reverse order).
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REMOVING THE TRANSPORT SCREWS/RODS
Disassemble the transport screws/rods once all packaging has been removed. A blocked appliance 
may be damaged when it is switched on for operation. Such damage is not covered by the warranty.

Move aside the water 
discharge hoses and use 

an appropriate wrench to 
loosen the four screws on 
the back in the counterclock-
wise direction as indicated by 
the arrows. Loosen the 
screws approximately 30 
mm.

Pull all 4 transport 
screws/rods horizontally.

Pull out the transport 
screws/rods along with 

the rubber and the plastic 
parts.

Cover the screw holes 
with plastic plugs. The 

plastic plugs are supplied in 
the bag with the appliance
user manual (the support 
set).

Remove the power 
cord clip located 
here as well.

Save the transport screws/rods in case you have to transport the appliance again later (to reinstall 
the transport screws/rods, follow the above procedure in reverse order).

MOVING AND TRANSPORT AFTER INSTALLATION

lf you wish to move the appliance after it has been installed, the transport screws/rods have to be 
re-installed to prevent vibration damage to the appliance during transport (see chapter 
”installation and connection/removing the transport screws/rods"). lf you lost the transport screws/rods, 
they can be ordered from the manufacturer.
Pack all packaging materials properly (plastic bags, other plastic parts etc.).

After transport, the appliance should be left to stand still for at least 2 hours before it is connected to 
the power mains. The appliance should be installed and connected by a trained technician.

Carefully read the user manual before connecting the appliance. Repair or any warranty claim 
resulting from incorrect connection or use of the appliance shall not be covered by the warranty.

14

INSTALLATION LOCATION
Place the appliance on a solid and level floor to keep it stable. The floor should be clean and 

dry; otherwise, the appliance may slide. Also, clean the bottom surface of adjustable feet.

ADJUSTABLE FEET
Use a spirit level and the supplied wrench.

Incorrect levelling of the appliance may cause vibration, appliance sliding across the room, and loud 
operation. Incorrect levelling of the appliance is not subject to warranty.
Sometimes, unusual or louder noise may appear during appliance operation. These are mostly the result 
of improper installation.

Rotate the adjustable feet to level the 
      appliance lengthwise and crosswise. The feet 
allow levelling by +/-2 cm.

After adjusting the height of the feet, use the 
supplied wrench to securely tighten the locknuts 

by turning them counterclockwise (see Figure).

INSTALLATION CLEARANCE

The appliance may not be in contact with a wall or adjacent furniture. For optimum appliance operation, we 
recommend observing the clearances from the walls as indicated in the figure.
In case of failure to observe the minimum required clearances, safe and correct appliance operation cannot be 
ensured. Moreover, overheating can also occur (Figures 1 and 2).
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CONNECTING TO WATER SUPPLY
The supplied water supply hose varies by model. Please choose the appropriate connection method 
based on the actual water supply hose.

 

EUROPEAN 
WATER SUPPLY 

HOSE CONNECTION

AQUA STOP 
CONNECTION

CHINESE WATER 
SUPPLY HOSE 

CONNECTION

For normal appliance operation, the pressure in the water mains should be between 0.1-1MPa (1-10 
bar; 1-10 kp/cm²; 10-100 N/cm²). Minimum dynamic water pressure can be determined by measuring the water 
flow. In 15 seconds, 3 litres of water should flow from a fully open tap.

Only use the water supply hose supplied with the appliance. Do not use any used or other hoses.

Make sure the hose is not damaged. lf the hose is degraded, brittle, or cracked, it has to be replaced.

This appliance is designed for cold water only. Do not connect it to hot water.

Tighten the water supply hose by hand to ensure proper sealing (maximum torque: 2 Nm). Check the 
sealing for leaks.
Do not use pliers or similar tools as they may damage the nut threads.

EUROPEAN WATER SUPPLY HOSE CONNECTION

15
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CONNECTING TO WATER SUPPLY
The supplied water supply hose varies by model. Please choose the appropriate connection method 
based on the actual water supply hose.

EUROPEAN 
WATER SUPPLY 

HOSE CONNECTION

AQUA STOP 
CONNECTION

CHINESE WATER 
SUPPLY HOSE 

CONNECTION

For normal appliance operation, the pressure in the water mains should be between 0.1-1MPa (1-10 
bar; 1-10 kp/cm²; 10-100 N/cm²). Minimum dynamic water pressure can be determined by measuring the water 
flow. In 15 seconds, 3 litres of water should flow from a fully open tap.

Only use the water supply hose supplied with the appliance. Do not use any used or other hoses.

Make sure the hose is not damaged. lf the hose is degraded, brittle, or cracked, it has to be replaced.

This appliance is designed for cold water only. Do not connect it to hot water.

Tighten the water supply hose by hand to ensure proper sealing (maximum torque: 2 Nm). Check the 
sealing for leaks.
Do not use pliers or similar tools as they may damage the nut threads.

EUROPEAN WATER SUPPLY HOSE CONNECTION
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CHINESE WATER SUPPLY HOSE CONNECTION

1. Select a suitable tap with a tip length greater than 10 mm. The outlet end must be flat. If it is uneven,
smooth it out with a file to prevent leakage after installation (see Figure 1).
2. Push the slider down to disconnect the water supply hose connector from the inlet assembly (see Figure 2).
3. Loosen the four screws on the water supply hose connector, then attach the hose to the tap. If the tap
diameter is too large for the connector, loosen the screws and remove the sleeve (see Figure 3).
4. Evenly tighten the four screws on the water supply hose connector and secure the nuts (see Figure 4).
5. If the appliance is to be used once or several times in a week, push the slider down without disconnecting
the water supply hose connector to avoid damaging the fixing screws.

Correct 
size Outlet end

Water supply 
hose connector

Slider

Water supply hose

Screwdriver

Screw

Sleeve Nut

Before tightening: 
~ 4 mm; After 
tightening: < 2 mm.

NOTE: The exposed thread length before tightening the nut is approximately 4 mm and less than 2 mm 
after tightening (Figure 4).

AQUASTOP CONNECTION

If an internal tube or hose is damaged, a shut-off system is activated that cuts the water supply to the 
appliance. In such case, the control glass (a) will turn red. Replace the water supply hose.

Do not dip the water supply hose with the AquaStop system in water as it contains an electric 
valve.

The water supply hose can be connected without a non-return valve.

16
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1. Gently pull the water supply hose to check if the connection is secure.
2. Open the tap to check for leaks.
3. The water supply hose should not be twisted or bent.
4. Check the water supply hose before each use to prevent incorrect connection.

CHECKING THE CONNECTION BETWEEN THE WATER SUPPLY 
HOSE AND THE TAP

Connect the water supply hose nut to the water supply hose connector of the appliance. Tighten the 
nut and shake it gently to check that it is firmly secured, as shown in the right figure.

Water supply 
hose nut
Water supply 
hose connector 

Rubber gasket

NOTE:
1. Tighten the nut evenly. Avoid rotating the water supply hose, as this may cause damage.
2. Do not remove the rubber gasket. Before each use, check that the gasket is not detached or 
damaged. If damaged, please contact after-sales service immediately.

CONNECTING THE WATER SUPPLY HOSE TO THE APPLIANCE

17
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1. Gently pull the water supply hose to check if the connection is secure.
2. Open the tap to check for leaks.
3. The water supply hose should not be twisted or bent.
4. Check the water supply hose before each use to prevent incorrect connection.

CHECKING THE CONNECTION BETWEEN THE WATER SUPPLY 
HOSE AND THE TAP

Connect the water supply hose nut to the water supply hose connector of the appliance. Tighten the 
nut and shake it gently to check that it is firmly secured, as shown in the right figure.

Water supply 
hose nut
Water supply 
hose connector 

Rubber gasket

NOTE:
1. Tighten the nut evenly. Avoid rotating the water supply hose, as this may cause damage.
2. Do not remove the rubber gasket. Before each use, check that the gasket is not detached or 
damaged. If damaged, please contact after-sales service immediately.

CONNECTING THE WATER SUPPLY HOSE TO THE APPLIANCE
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CONNECTING AND SECURING THE WATER DISCHARGE HOSE

Feed the water discharge hose into a washbasin or a bathtub, or connect it directly to a drain 
(discharge hose minimum diameter 4 cm). The vertical distance from the floor to the end of the 
discharge hose may be 70 to 100 cm. lt can be attached in three ways (A, B, C).

m
ax m
in

max

The discharge hose 
end may be placed 

over a sink or a bathtub. 
Use a string fed through 
the opening in the elbow 
support to attach the 
hose and prevent it from 
slipping to the floor.

The discharge 
hose may also be 

attached directly to the 
sink drain. A sink that is 
too small is not 
acceptable. Be careful 
as the drained water 
may be hot.

The discharge 
hose can also be 

attached to a wall drain 
with a trap. Such trap 
should be properly 
installed to allow 
cleaning.

 The discharge hose 
has to be attached 

to the clips on the back
of the appliance, as 
shown in the figure.

These clips must 
not be removed as this 
may prevent normal 
washing.

Make sure the drain hose is not damaged.

lf the discharge hose is not correctly attached, safe and correct appliance operation cannot be 
ensured.



20 19

2 hours

CONNECTING TO POWER MAINS

      Before connecting the  to the power mains, wait for at least 2 hours until it 
reaches room temperature.
Connect the appliance to a grounded power socket. After installation, the socket should be freely 
accessible. The socket should be provided with grounding protection. Information on your 
appliance is indicated on the rating plate.
        We recommend using over-voltage protection to protect the appliance in case of a lightning 
strike.

The appliance may not be connected to the power mains using an extension cord. 

Do not connect the appliance to a power socket intended for small loads. 

Do not plug or unplug the appliance when your hands are wet. 

Any repair and maintenance of the appliance should be performed by trained experts. 

A damaged power cord may only be replaced by a person authorized by the manufacturer. 
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2 hours

CONNECTING TO POWER MAINS

      Before connecting the  to the power mains, wait for at least 2 hours until it 
reaches room temperature.
Connect the appliance to a grounded power socket. After installation, the socket should be freely 
accessible. The socket should be provided with grounding protection. Information on your 
appliance is indicated on the rating plate.

We recommend using over-voltage protection to protect the appliance in case of a lightning 
strike.

The appliance may not be connected to the power mains using an extension cord. 

Do not connect the appliance to a power socket intended for small loads. 

Do not plug or unplug the appliance when your hands are wet. 

Any repair and maintenance of the appliance should be performed by trained experts. 

A damaged power cord may only be replaced by a person authorized by the manufacturer. 

TRANSPORTATION AFTER 
INSTALLATION
       If you need to transport an installed device, first unplug the power plug, turn off the tap, remove 

the water inlet and drain hoses, and make sure the detergent box and door are closed properly.

Be sure to reinstall the transport screws to prevent vibrations during transport from damaging the 
device (see "Installation and connection/removal of transport screws"). If you accidentally lose the 
transport screws, you can order them from the manufacturer.

Pack all packaging materials (plastic bags, other plastic parts, etc.).

 The device is heavy. Please use at least two people to move it. When transporting, do not hold 
protruding parts such as the door, top cover, etc., to prevent them from falling off or being damaged.

 After transport, let the device sit for at least 2 hours before connecting it to the power supply. 
The device should be installed and connected by trained technicians.

 Please read the instructions carefully before reconnecting the device. Damage caused by 
improper connection or use is not covered by the warranty.

Transport and Handling Method

 Handling Method
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BEFORE USING THE APPLIANCE FOR THE FIRST TIME
FIRST USE
This appliance has been tested at the factory and may contain a small amount of water residue. It is 
recommended to run a “Drum Clean” (or other high-temperature) program to remove any residual 
water from the drum.

·Connect the appliance to the power mains and open the water tap. There should not be any
laundry in the drum. Select and start the program. 

Do not use any solvents or cleaning agents that could damage the appliance (please observe 
the recommendations and warnings provided by the cleaning agent manufacturers).

HEED THE LABELS ON THE LAUNDRY

Washing

Bleaching

Dry cleaning

Ironing

Drying

Max. washing 
temp. 95°C

Max. washing 
temp. 60°C

Max. washing 
temp. 40°C

Max. washing 
temp. 30°C

Hand wash only Do not wash  

Bleaching in cool water Bleaching not allowed

Dry cleaning with 
all agents

Petroleum solvent 
R11, R113

Dry cleaning in 
kerosene, pure 
alcohol, and R113

Dry cleaning not 
allowed

Dry flat (place on 
a flat surface)

Drip dry

Line dry

High temperature

Low temperature

Do not tumble dry

Hot ironing, max. 
200°C

Hot ironing, max. 
150°C

Hot ironing, max. 
110°C

Ironing not allowed 

PREPARING THE WASHING PROCESS
1. Sort the laundry by type of fabric (cotton, blends, silk, wool, etc.), care label instructions, colour (white, 
coloured), and soiling.
2. Empty pockets; remove metal items that may damage the laundry or appliance; fasten buttons and turn clothing 
with buttons or embroidery inside out; close all zippers; tie strings on clothing with drawstrings.
3. Place sensitive clothes and small or lightweight items in a special-purpose laundry washing bag and wash them 
together with other laundry.
4. Turn items prone to pilling or long-pile fabrics inside out before washing.
5. Stains that are left for too long can be difficult to remove. Treat soiled areas such as cuffs and collars before 
washing (see chapter "Stain Removal Tips").
6. Do not wash heavy comforters, plush toys, or items in laundry washing bags separately in the drum to avoid 
imbalance alarms. 
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BEFORE USING THE APPLIANCE FOR THE FIRST TIME
FIRST USE
This appliance has been tested at the factory and may contain a small amount of water residue. It is 
recommended to run a “Drum Clean” (or other high-temperature) program to remove any residual 
water from the drum.

·Connect the appliance to the power mains and open the water tap. There should not be any
laundry in the drum. Select and start the program. 

Do not use any solvents or cleaning agents that could damage the appliance (please observe 
the recommendations and warnings provided by the cleaning agent manufacturers).
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Washing
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Ironing

Drying

Max. washing 
temp. 95°C

Max. washing 
temp. 60°C

Max. washing 
temp. 40°C

Max. washing 
temp. 30°C

Hand wash only Do not wash

Bleaching in cool water Bleaching not allowed

Dry cleaning with 
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Petroleum solvent 
R11, R113

Dry cleaning in 
kerosene, pure 
alcohol, and R113

Dry cleaning not 
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Dry flat (place on 
a flat surface)

Drip dry

Line dry

High temperature

Low temperature

Do not tumble dry

Hot ironing, max. 
200°C

Hot ironing, max. 
150°C

Hot ironing, max. 
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Ironing not allowed

PREPARING THE WASHING PROCESS
1. Sort the laundry by type of fabric (cotton, blends, silk, wool, etc.), care label instructions, colour (white, 
coloured), and soiling.
2. Empty pockets; remove metal items that may damage the laundry or appliance; fasten buttons and turn clothing 
with buttons or embroidery inside out; close all zippers; tie strings on clothing with drawstrings.
3. Place sensitive clothes and small or lightweight items in a special-purpose laundry washing bag and wash them 
together with other laundry.
4. Turn items prone to pilling or long-pile fabrics inside out before washing.
5. Stains that are left for too long can be difficult to remove. Treat soiled areas such as cuffs and collars before 
washing (see chapter "Stain Removal Tips").
6. Do not wash heavy comforters, plush toys, or items in laundry washing bags separately in the drum to avoid 
imbalance alarms. 

Non-washable and non-dryable laundry includes but is not limited to the above items.

Wet items that are still dripping are not suitable for tumble drying and may trigger an alarm.

Leather and fur products 
(risk of deformation)

Any laundry marked by graphic 
(risk of laundry damage) Sizing clothes

Silk

Wool clothes (risk of 
shrinkage or fur loss)

Tights and stockings (risk of 
damage or deformation)

Cushions or clothes with furs 
(risk of damage or malfunction)

Comforters (risk of 
damage or malfunction)

Clothes with lace or 
embroidery, and new synthetic 
fibers (very fine fibers) (risk of 

deformation)

Hats with hard materials 
(risk of appliance 

damage and malfunction)

Cushions, pillows, articles with 
cotton wadding, foam and other 

sponge materials, carpet covers (risk 
of damage or malfunction)

Rayon and its blended products (risk 
of discolouration or deformation)

Large thick rubber cushions (risk of 
damage or malfunction)

Others:
Wrinkled or embossed clothes; 
coated down jackets; crepe fabrics; 
easily deformed clothes (suits, 
jackets, ties, dresses, etc.); easily 
fluffing clothes (velvet, cotton 
flannel).

NON-WASHABLE AND NON-DRYABLE LAUNDRY

NON-DRYABLE LAUNDRY (FOR TUMBLE DRYER MODELS)
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ADD DETERGENT/SOFTENER

Detergent box

1.	The automatic dispensing model has the function of automatically dispensing detergent/softener,
which can automatically add the appropriate amount of detergent/softener. When used for the first
time, the system defaults to turning on the automatic dispensing function of detergent and softener.

2.	When the automatic dispensing function is selected, the appliance will automatically dispense
detergent/softener, and you can adjust the automatic dispensing gear according to the amount
required. The appliance will remember the dispensing gear setting when the last wash was
completed.

3.	If you do not want to use the automatic dispensing function, you can turn it off in the settings and
add detergent and softener manually when washing clothes.

4.	Softener/detergent can be added to "Dispenser 2"; please ensure it is added according to the
function settings.You can choose the same or different detergent as in "Dispenser 1" as needed.
For specific dispensing settings, please refer to the "Dispenser 2" settings.

5.	If the amount of detergent/softener in the detergent/softener box is insufficient, the corresponding
liquid shortage reminder icon on the display screen will light up or flash red, please add detergent/
softener in time. The maximum capacity of "Dispenser 1" is 0.65L, and that of "Dispenser 2" is 0.4L.
Do not add more than the MAX scale mark. Please close the detergent box drawer completely
after adding.

Dispenser 1

Dispenser 2

Detergent box

Manual Detergent 
compartment

Liquid Detergent 
compartment

Fabric Softener/Liquid 
Detergent compartment
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PRECAUTIONS FOR USE
1.	Always use a high-efficiency neutral low-foaming detergent suitable for this appliance. Do not use

clumpy powder detergent.
2.	Do not add detergent manually when using the automatic dispensing function.
3.	Do not overfill the detergent/softener box to prevent the detergent/softener from overflowing. After

filling the detergent/softener, make sure the detergent box drawer is completely closed before
starting the washing program.

4.	Before installing, moving, transporting or adjusting the appliance, remove or secure the detergent
box to prevent the detergent and softener from overflowing.

5.	Corrosive descaling agents may damage the appliance. Do not use solvents. Do not wash clothing
that has been cleaned with solvents or flammables.

6.	If manual dispensing is required, you can turn off the automatic dispensing function and add
detergent manually:

6.1 �The amount of detergent used depends on the type of clothing, the degree of soiling, the color of 
the clothing, and the washing temperature. Please use the appropriate amount.

6.2 �Excessive detergent may cause foaming, which will affect the washing performance. If the 
appliance detects too much foam, it may pause the program for defoaming.

6.3 �If insufficient detergent is used, it may result in poor washing performance and could also lead to 
the formation of limescale in the drum and water hoses.

6.4 �When adding powder detergent manually, it is advisable to add it right before the washing program 
begins. If you add it in advance, make sure that the detergent box compartment is completely dry; 
otherwise, the powder detergent may harden and clump before the washing program starts.

7.	Do not use concentrated or highly concentrated detergent or softener (maximum permissible
viscosity is 800mpa.s). Use only after diluting with water.

8.	Do not put powder detergent in the automatic dispensing detergent compartment.
9.	To prevent the detergent/softener in the detergent box from drying up, do not open the lid of the

detergent box for a long time. Pull out the compartment only when filling or changing the detergent.
10.	Keep detergent and softener out of the reach of children.
11.	The detergent dispenser drawer does not have a dedicated compartment for adding disinfectants,

so it is not recommended to add disinfectants.

PUT IN THE LAUNDRY
Open the machine door, make sure there is no foreign matter in the drum, and put the clothes loosely 
into the drum.
Close the machine door and hear a "click" sound, indicating that the appliance door is closed tightly.

       Do not overload the drum! Refer to the "Program Table" for the maximum load. If the drum is too 
full, the clothes may not be cleaned effectively.

       Please put the laundry into the drum completely to prevent the clothes from getting caught in the 
door.
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FIRST TIME USE
Tap " " to power on and enter the startup navigation.

Configure Language and WLAN according to the startup navigation and actual needs of the user, and 
complete the Operating tips.

Language
Set the language, the default is English, turn the main knob to select, and then tap " " to confirm the 
selection and go to the next step.

WLAN
The appliance is bound to the network, and the WLAN connection of the appliance is completed 
according to the prompts.
If you do not need to connect to the network, press and hold " " to skip.

Operating tips
Interface operation guide, tap " " continuously to switch the operation guide interface, and enter the 
main interface after completion.
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main interface after completion.
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This machine adopts the control method of touching the function keys + rotating the main knob. The 
Power, Start/Pause, Back, Options, Confirmation button and other function buttons are operated by 
touching the buttons; the program selection is operated by rotating the main knob; additional functions 
and other settings are operated by rotating the main knob + touching the function buttons.

PowerThe final display is subject to the actual situation.

Start/PauseFunction ButtonsMain Knob

�,�F�R�Q���G�H�V�F�U�L�S�W�L�R�Q

Icon Name Description

Power Used to turn on/off the appliance.

Start/Pause Used to start/pause a program.

Back Tap to return to the previous interface; long press to return 
to the main interface.

Options Tap to enter the selection of additional functions; long press 
to enter the system function settings.

Confirm Used to confirm the current selection.

WLAN This icon is displayed when the appliance is connected to 
the network.

Remote 
Control

This icon is displayed when the Remote Control function is 
turned on.

Door Lock This icon is displayed when the door is locked.


