


























b Installing the wall mount bracket

Before you follow the third-party manufacturer instructions to attach the wall mount, be sure
to do the following things:

1. Place the TV on a clean, safe and cushioned surface.
2. Remove the TV stands if you have already attached them.

3. Take the nuts out of the accessory bag and tighten the nuts into the holes of the back
cover (See Fig. 1). (only for 55"/65")

4. Place spacers (not included) between the TV and the bracket (See Fig. 2).

‘Screw
~ (not included)

Bracket
(not included)

Fig.2 (not included)

(V) CAUTION

When mounting the TV on a wall, follow instructions provided with the wall mount bracket. If it is
not correctly mounted, the TV may fall and cause property damage or personal injury.

Place spacers between the TV and bracket.

Standard dimensions are shown below.

200 x 400 (55") 8.0 -10.0 mm (55"/65")

300 x 400 (65") 9.5 - 11.5 mm (75"/85")
L etz el 400 x 300 (75") 11.0 - 13.0 mm (100")
pattern (mm) 600 x 400 (85") Wall Mount Bracket

800 x 400 (100") [

: M6 (55"/65"/75") W
Wall mount screw size M (85"/100") Rear cover &JII Wall Mount Screw
of the TV Wall Mount Spacer

Number of wall mount 4

screw

We do not recommend hanging the TV on a slanted wall, and when

wall mounting make sure your television remains parallel to the wall Vertical
surface

and does not lean forward. TV

E NOTE screen :
The diameter and length of the screws differ depending on the wall mount bracket model.

Wall mount bracket is optional. Your TV may not have wall mount bracket. Please refer to
the actual accessories. 4



TV Front and Rear

55"/65"/75"/85" 100"

MIC
ul

Power indicator/ Pomllaeorv:lr;?lgitt%r{ ﬂ Voice indicator
Power button (Standby/Source) (Standby/Source)
Built-in microphone
control button

Item Description
Power indicator The light is white in standby mode.
Power button Press the button to turn the TV on. Press it again to bring up the

control menu and move the focus between different inputs. Long

(Standby/Source) press the button to make a selection.

Switch the built-in microphone control button to on to use the built-

A hone.
Built-in microphone I microphone

wy | After the Alexa or VIDAA Voice setup has been completed and
trol button (100
control button ( ) Hands-Free mode is turned on, you can use Hands-Free Wake-
up, just say "Alexa" or "Hey VIDAA" to call up the voice assistant.

BINOTE
ANT2 Jack supports power supply for satellite antenna (13/18V, 420mA max).

Check the jacks for position and type before making any connections. Loose
connections can result in image or colour problems. Make sure that all connections are
tight and secure.

Not all A/V devices have the ability to connect to a TV, please refer to the user’'s manual
of your A/V device for compatibility and connections procedure.

Before connecting external equipment, remove the mains plug from the wall socket.
Otherwise, it may cause electric shock.

Powering on the TV requires several seconds to load programmes. Do not rapidly turn
the TV off as it may cause the TV work abnormally.

The Picture is Only for Reference.

Before using Hands-Free Wake-up, connect your TV to the network. The Hands-Free
Wake-up and some of its features are available on limited country/region/language.
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Connection

» Terminals

ANT 2
DVB-S/S2

Audio Amplifier/Speaker

ey ’@ml‘l
AUDIO OUT — —

Audio Amplifier/Speaker
S ol

DVD/Blu-Ray/AV receiver/
Set-top Box

= “ow
o ClI——l)| =

65"/75"/85"/100"

Q

HEADPHONE

BINOTE

Excessive sound pressure from earphones and headphones can cause hearing loss.

Red(R
=) o
© White(L)
AV IN
Yellow(Video)

Cables are not included.

VCR/DVD Player/
Recorder/Set-top box/
Satellite Receiver/
Video Camera

BINOTE

Do not repeatedly insert or remove the Common
Access Module as this may damage the interface and
cause a malfunction.

You must obtain a Cl+ module and card from the
service provider of the channels you want to watch.

-
E:oMMoN INTERFACE (CARD FACE FRONTﬂ

<« Lol
COMMON INTERFACE .

[} o roce rov

Cl+ is not supported in some countries and regions.

u
DC 5V == 1A(MAX)

BINOTE

r =P
usB 4—
DC 5V == 0.5A(MAX)

Exceeding a total current consumption may result in damage. The USB 1.1 and USB
2.0 devices maximum current consumption are 500mA. The USB 3.0 device maximum
current consumption is 1A (only for some models).

For individual non-standard high-capacity mobile hard disk, if its impulse current is
greater than or equal 1A, it may cause TV-rebooting or self-locking. So the TV does not

support it.




> LAN (Wired setup)

Connect your TV to your network by connecting the LAN port on the back of your TV to an
external modem or router using a LAN (Ethernet/Cat 5) cable. See the illustration below.

It is recommended to use a modem or router that supports Dynamic Host
Configuration Protocol (DHCP). Modems and routers that support DHCP
automatically provide the IP address, subnet mask, gateway, and DNS, so you don'’t
have to enter them manually. Most home networks already have DHCP.

TV JACK
- IP Sharer (Router) External Modem
== (with DHCP server) (ADSL / VDSL / Cable TV)
LAN
E -] (. cosgg 9@ )
@ LAN Cable LAN Cable Modem Cable

b Wireless setup

To connect your TV to your network wirelessly, you need a wireless router or modem.
See the illustration below.

The built-in Wireless LAN Adapter supports the IEEE 802.11a/b/g/n/ac
communication protocols. It is recommended to use IEEE 802.11ac router. Low
transfer rates for b/g may have the influence on the quality of streamed videos and
other media.

-—

Wireless LAN Adapter
built-in TV set

BINOTES

You must use the built-in Wireless LAN Adapter to use a wireless network because the set
doesn’t support external USB network adapters.

If the wireless router supports DHCP, your TV can connect more easily to the wireless
network.

If you apply a security system other than the systems listed below, it will not work with the TV.
Security system: WPA, WEP, WPA2.

In order to guarantee smooth network, the distance between router and TV should be less
than 10 metres.



Remote Control

» Buttons of remote control

BUTTON
©)
2]

Number button

Four colour buttons

GUIDE

CH.LIST

@IIIE

(A/Vi</>)

INFO

SUBTITLE/SUB.

G
TEXT

APP

Q
123

BINOTE

DESCRIPTION
Power on/Standby

Select input sources
Select a channel or input numbers
Special function buttons

Display the Electronic Program Guide (DTV mode); for models with
button, long press to be used as CH.LIST

CHIST

Display the Channel List on the screen

Playpad keys

Press to enter Menu

D-pad (up/down/left/right navigation buttons)
Confirmation button

Under the Menu or App, return to the previous place
Display the Home screen

Volume (up/down)

Channel (up/down)

Mute and restore sound; for models with button, long press to be
used as SUBTITLE e

Exit the menu or exit the application

Activate the microphone

Display the current program information; for models with button,
long press to be used as TEXT =
Activate or deactivate the subtitle mode

Custom button to launch contents quickly

Turn on/off the teletext function; for models with @ button, long
press to be used as INFO INFO

Quick access buttons to APP
Fast access to search

Select a channel or input numbers and special function buttons

The included remote control will vary depending on model, country/region. Check
information according to the actual remote control in the accessory bag.

Buttons listed here are for reference only. Actual remote control may vary depending on
model, country/region.

9



> Installing Batterie

s in the Remote Control

=

1. Slide the back cover to open the battery compartment
of the remote control.

2. Insert two AAA size batteries. Make sure to match
the (+) and ( - ) ends of the batteries with the (+)
and ( - ) ends indicated in the battery compartment.

3. Close the battery compartment with the cover.

Product image is only for reference, actual product may vary in appearance.

Dispose of your batteries in a designated disposal area.

Do not mix battery types or combine used batteries with new ones.

Remove depleted batteries immediately to prevent battery acid from leaking into the
battery compartment.

If you do not intend to use the remote control for a long time, remove the batteries.
Leaving a battery in an extremely high temperature surrounding environment that can
result in an explosion or the leakage of flammable liquid or gas.

Battery chemicals can cause a rash. If the batteries leak, clean the battery compartment
with a cloth. If chemicals touch your skin, wash immediately.

Risk of fire or explosion if the battery is replaced by an incorrect type.

Disposal of a battery into fire or a hot oven, or mechanically crushing or cutting of a
battery, that can result in an explosion.

A battery subjected to extremely low air pressure that may result in an explosion or the
leakage of flammable liquid or gas.

b Pairing the Remote Control (only for Bluetooth remote control)

Pair the remote to the TV after you power it on. Keep the remote control within 3 metres
from the TV. Press any button (except power and mic button) to pair.

BINOTE
In special cases, press and hold [ =] button to pair.

If an unknown error occurred with the remote, then it could have been caused by
interference. Try to remove what's causing the interference and pair it again.

If an unknown error occurred in the remote control while the battery power is normal,
you can take out the batteries, press any key for 1~2 seconds, and insert them back.
Then the remote control will work normally.

The remote cannot be paired to the TV while the TV is in standby mode.

» Remote Control Operation Range
1. The remote control can work at a distance of up to 8
metres in front of the TV set.

2. The remote control angle: taking the remote sensor as 2
an apex, 6 metres away, its controlled horizontal angle is ﬁ\
within £30°, while the vertical angle is within £15°.

3. The operating distance may vary depending on the
brightness of the room.

Disposal of this unit

Product should not be damaged, dismantled or thrown in municipal waste.
It should be packed and handed over to authorised re-cycler.

10




Specifications

£ Features, appearance and specifications are subject to change without notice.

Item 55" 65"
5 48.6 x 28.2 x 3.1 inches 57.2 x 33.1 x 3.0 inches
Without Stand
Dimension (1234 x 717 x 80 mm) (1453 x 840 x 76 mm)
W x HxD 48.6 x 30.2 x 10.8 inch 7.2 x 35.3 x 11.8 inch
( ) With Stand inches | 5 35.3 8 inches
(1234 x 768 x 274 mm) (1453 x 897 x 300 mm)
Without Stand 24.5 Ibs (11.1 kg) 33.1 Ibs (15.0 kg)
Weight
With Stand 24.9 Ibs (11.3 kg) 33.5Ibs (15.2 kg)
Active Screen Size (Diagonal) 139 cm 164 cm
Audio power 10W x 2 10W x 2
Operating mode power density 0.016 Watts/cm? 0.018 Watts/cm?
Item 75" 85"
66.0 x 38.0 x 3.4 inch 74.5 x 43.0 x 4.0 inch
Without Stand ¢ oSS SAInenes x 43.04.0inches
Dimension (1676 x 965 x 87 mm) (1892 x 1091 x 101 mm)
(W x H x D) e o 66.0 x 41.1 x 14.6 inches | 74.5 x 46.8 x 17.7 inches
(1676 x 1044 x 370 mm) (1892 x 1189 x 450 mm)
O Without Stand 50.3 Ibs (22.8 kg) 77.6 Ibs (35.2 kg)
ei
9 With Stand 50.9 Ibs (23.1 kg) 78.9 Ibs (35.8 kg)

Active Screen Size (Diagonal) 189 cm 215cm
Audio power 15W x 2 15W x 2
Operating mode power density 0.013 Watts/cm? 0.017 Watts/cm?
Item 100"
87.8 x 50.6 x 3.7 inches
Dimension Without Stand (2229 x 1284 x 95 mm)
WxHxD x x i
PR winsana S e
Weight Without Stand 111.1 Ibs (50.5 kg)
With Stand 114.4 Ibs (52.0 kg)
Active Screen Size (Diagonal) 253 cm
Audio power 15W x 2 + 20W
Operating mode power density 0.017 Watts/cm?
Power consumption when turned off N.A.
Power consumption in standby mode 0.5W
Screen resolution 3840 x 2160




Power consumption

Please refer to the rating label.

Power supply

Please refer to the rating label.

Receiving Analog

PAL-D/K, B/G, |, SECAM-D/K, B/G

systems Digital

DVB-T/T2, DVB-C, DVB-S/S2

Environmental conditions

Temperature: 5°C - 40°C
Humidity: 20% - 80% RH
Atmospheric pressure: 86 kPa - 106 kPa

HDMI Input

RGB / 60Hz (640x480, 800x600, 1024x768)
YUV / 60Hz (480i, 480p, 720p, 1080i, 1080p)

YUV / 50Hz (576i, 576p, 720p, 1080i, 1080p)
3840x2160 / 24Hz, 38402160 / 25Hz,

3840x2160 / 30Hz, 38402160 / 50Hz,

3840x2160 / 60Hz

For HDMI 2, 3 (55") or HDMI 3, 4 (65"/75"/85"/100"):
3840x2160 / 120Hz, 25601440 / 120Hz,
1920x1080 / 120Hz, 3840x2160 / 144Hz,
2560x1440 / 144Hz, 1920x1080 / 144Hz




Other Information

b Disposal of Used E

Packaging an
as household

lectrical & Electronic Equipment

d electrical goods should be recycled appropriately, and not treated
waste. Please dispose of this equipment at your applicable collection

point for the recycling of electrical & electronic equipment waste. By ensuring the
correct disposal of this product, you will help prevent potentially hazardous to the
environment and to human health, which could otherwise be caused by unsuitable
_ waste handling of this product. The recycling of materials will help conserve natural
resources. Please do not therefore dispose of your old electrical and electronic

equipment w
recycling of th

ith your household waste. For more detailed information about
is product, please contact your local city office, your household waste

disposal service or the shop where you purchased the product.

b License

Homil

HIGH-DEFINITION MULTIMEDIA INTERFACE

D€Dolby DEDolby

VISION IQ ATMOS

dits «

The terms HDMI, HDMI High-Definition Multimedia Interface, HDMI
Trade dress and the HDMI Logos are trademarks or registered
trademarks of HDMI Licensing Administrator, Inc.

Dolby, Dolby Vision, Dolby Atmos, and the double-D symbol are
registered trademarks of Dolby Laboratories Licensing Corporation.
Dolby Vision 1Q is a trademark of Dolby Laboratories Licensing
Corporation. Manufactured under license from Dolby Laboratories.
Confidential unpublished works. Copyright © 2012-2024 Dolby
Laboratories. All rights reserved.

FOR DTS PATENTS, SEE HTTP://XPERI.COM/DTS-PATENTS/.
MANUFACTURED UNDER LICENSE FROM DTS, INC. AND ITS
AFFILIATES. DTS, DTS:X, AND THE DTS:X LOGO ARE REG-
ISTERED TRADEMARKS OR TRADEMARKS OF DTS, INC.
AND ITS AFFILIATES IN THE UNITED STATES AND/OR OTHER
COUNTRIES. © DTS, INC. AND ITS AFFILIATES. ALL RIGHTS
RESERVED.




Hisense TV Sound Companion

Hisense Soundbar

Flex Series AX Series HS Series
I — . . e ) ol s i
-
== 360°
»€Dolby ] »eDoby A | (2] vepotey aucio
(=) ATMOS ((S==D)] ATMOS —
Hi-Concerto  Dolby Atmos EzPlay Hi-Concerto  Dolby Atmos EzPlay TV Mode Dolby Audio EzPlay
Flex Series AX Series HS Series
Model
HT Saturn AX5140Q AXS125H AX5100Q AX3120Q HS3100 HS2100 HS2000
No.of Channels 412 514 512 51 312 31 21 21
Subwoofer All-in-one
Included design
Rear Speakers
Included
Hi-Concerto
Dolby Atmos
&DTS:X
TV Mode
EzPlay
HDMI ARC eARC eARC eARC eARC eARC

* Please refer to Hisense website for further details and compatibility information.





